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GTE MOBILNET OF INDIANA LIMITED
PARTNERSHIP d/b/a VERIZON WIRELESS

VeriZon wircless

250 E. 96th STREET
INDIANAPOLIS, IN 46240

EXISTING 250' SELF SUPPORT TOWER

w/ 14' APPURTENANCE

TOTAL TOWER HEIGHT 264’

GN FRANKLIN WEST

GTE MOBILNET OF INDIANA LIMITED
PARTNERSHIP d/b/a VERIZON WIRELESS

1071 HOSPITAL ROAD
FRANKLIN, INDIANA 46131

JOHNSON COUNTY

FROM THE 250 E. 96th STREET, INDIANAPOLIS, IN: START OUT GOING WEST ON E 96TH STREET TO US 31 (.25 MI). TURN RIGHT ONTO
N. MERIDIAN STREET. MERGE ONTO 1-465 E (22.5 ML). MERGE ONTO 1-65 S, VIA EXIT 53B (16.5 ML.). TAKE THE IN—44 EXIT 90. TAKE
THE RAMP TOWARD FRANKLIN. TURN SLIGHT RIGHT ONTO E KING STREET/IN—44 W (1.5 MI). TURN LEFT ONTO IN—44/N FORSYTH STREET.

TAKE THE 1ST RIGHT ONTO IN—44/FE JEFFERSON STREET (1.6 MI). TURN LEFT ONTO DRAKE ROAD. TURN RIGHT ONTO HOSPITAL ROAD.
1071 HOSPITAL ROAD WILL BE ON THE LEFT.
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GTE MOBILNET OF INDIANA LIMITED
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SURVEYOR

BENCHMARK SERVICES, INC.

318 NORTH MAIN STREET P.O. BOX 5
HUNTINGBURG, IN 47542

PHONE: 812-683—3048

FAX: 812-683-2040

ELECTRICAL
DUKE ENERGY
CONTACT: COREY HAMBLIN
PHONE: 317-736-2017
EMAIL: corey.hamblin@duke—energy.com

TELEPHONE
TELCO PROVIDER TO BE
DETERMINED BY VERIZON WIRELESS
PRIOR TO CONSTRUCTION

ARCHITECTURAL
GPD GROUP
5200 SOUTH MAIN STREET, SUITE 2531
AKRON, OHIO 44311
CONTACT: TRACI PREBLE 317-299-2896

SITE_NAME POLICE
GN FRANKLIN WEST

CELL SITE FRANKLIN POLICE DEPARTMENT

2801 N. MORTON
FRANKLIN, IN 46131
PHONE: 317-736-3670

ITE

PROJECT# TBD
MARKET ID# TBD
LOCATION CODE# TBD FIRE

SITE _ADDRESS FRANKLIN FIRE DEPARTMENT

1071 HOSPITAL ROAD 1701 N. MAIN STREET

FRANKLIN, IN 46131 FRANKLIN, IN 46131
JOHNSON  COUNTY PHONE: 317-736-3650

LANDLORD GENERAL INFORMATION
SBA COMMUNICATIONS LATITUDE  — 39" 28’ 39.58" N

5900 BROKEN SOUND PARKWAY

BOCA RATON, FL 33487 1983 (NAD83)
CONTACT: ————————

PHONE: 000—000-0000 ELEVATION

FRANKLIN/JOHNSON COUNTY PROPERTY 1988 (NGVD29)

IN4B597—-A

VERIZON WIRELESS |FASE AREA
000’-0" x 000’-0"

(00000 SF)

LONGITUDE — 86 04’ 27.94" w

— 737" AMSL

PROJECT DESCRIPTION

THE PROJECT INCLUDES:
A NEW TELEPHONE SERVICE RUN TO SITE
A NEW ELECTRICAL SERVICE RUN TO SITE

NO WATER SUPPLY OR SEWAGE RUN TO SITE INSTALLATION OF A
CONCRETE PAD FOR A 11'—=8" x 20'—0” PREFABRICATED SHELTER

PROJECT DESCRIPTION

PROJECT MANAGER:

CONSTRUCTION MANAGER:

NETWORK OPERATIONS MANAGER:

NATIONAL DIRECTOR MANAGER:
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LEASE AREA (AS SURVEYED)

Situated in the County of Johnson and State of Indiana. Known as being part of the Northwest Quarter
of Section 22, Township 12 North, Range 4 East being a 1,900 square foot Lease Area over and upon a
parcel of land now or formerly conveyed to Johnson County as recorded in Book S, Page 161 of
Johnson county records and being more particularly described as follows:

Commencing at the North Quarter Corner of Section 22, Township 12 North, Range 4 East; Thence S
00'00'00" E, a distance of 75.37 feet; Thence N 90°00°00" W, a distance of 14.53 feet to the Point of
Beginning;

Thence S 05°52'07" E, a distance of 38.00 feet; Thence S 84°07'53” W, a distance of 50.00 feet;
Thence N 0552'07" W, a distance of 38.00 feet; Thence N 84'07'53" E, a distance of 50.00 feet to
the Point of Beginning and containing 0.044 acres (1,900 square feet) of land, more or less.

LEASE EXPANSION AREA (AS SURVEYED)

Situated in the County of Johnson and State of Indiana. Known as being part of the Northwest Quarter
of Section 22, Township 12 North, Range 4 East being a 840 square foot Lease Expansion Area over
and upon a parcel of land now or formerly conveyed to Johnson County as recorded in Book S, Page
161 of Johnson county records and being more particularly described as follows:

Commencing at the North Quarter Corner of Section 22, Township 12 North, Range 4 East; Thence S
00'00'00” E, a distance of 75.37 feet; Thence N 90°00°00" W, a distance of 14.53 feet to a point,
thence S 84°07'53” W, a distance of 0.83 feet to the Paint of Beginning;

Thence S 84°07'53" W, a distance of 49.23 feet; Thence N 05'52'07” W, a distance of 14.00 feet;
Thence N 7420"12" E, a distance of 23.57 feet; Thence N 84°07'53" E, a distance of 26.00 feet; S
05%52'07" E, a distance of 18.00 feet to the Paint of Beginning and containing 0.019 acres (840 square
feet) of land, more or less.

OVERALL LEASE AREA (AS SURVEYED)

Situated in the County of Johnson and State of Indiana. Known as being part of the Northwest Quarter
of Section 22, Township 12 North, Range 4 East being a 2,740 square foot Overall Lease Area over and
upon a parcel of land now or formerly conveyed to Johnson County as recorded in Book S, Page 161 of
Johnson county records and being more particularly described as follows:

Commencing at the North Quarter Corner of Section 22, Township 12 North, Range 4 East; Thence S
00'00'00” E, a distance of 75.37 feet; Thence N 90°00°00" W, a distance of 14.53 feet to the Point of
Beginning;

Thence S 05°52'07" E, a distance of 38.00 feet; Thence S 84°07'53” W, a distance of 50.00 feet:
Thence N 0552'07" W, a distance of 38.00 feet; Thence N 0592'07” W, a distance of 14.00 feet;
Thence N 7420'12" E, a distance of 23.57 feet; Thence N 84°07'53" E, a distance of 26.00 feet;
Thence S 05°52'07" E, a distance of 18.00 feet to o point, Thence N 84°07'53” E, a distance of 0.83
feet to the Point of Beginning and containing 0.063 acres (2,740 square feet) of land, more or less.
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CERTIFICATION:

I, Michael G. Shackelford, PLS, an Indiana State Registered Professional Land Surveyor, License No.
20700100, hereby certify to SBA 2012 TC Assets, a Delaware limited liability company and Old Republic
National Title Insurance Company the following:

Latitude and Longitude values for the center of the above—referenced tower are accurate to within +/-
15 feet horizontdlly; and that the following tower site elevation is accurate to within +/— 3 feet
vertically:

HORIZONTAL DATUM: NAD83
LATITUDE NORTH 39° 28" 39.60”
LONGITUDE WEST 86 ‘04 '27.93"
VERTICAL DATUM: NAVD 88

This surveyor has received and reviewed that certain Title Commitment No. 01-14057241-01T issued by
0Old Republic National Title Insurance Company with an effective date of August 1, 2014 which proposes
to insure the lands described under its Schedule A.

This surveyor knows of his own knowledge that the lands described under said Schedule A of the Title
Commitment contain or include the lands described in and depicted on this survey.

This surveyor further knows of his own knowledge that the easements of record and identified under
Schedule B—2 of said Title Commitment encumber the lands described on this survey, but said
easements will not interfere with the location of the insured lands, including the leased area and any
and all access, utility and guy wire easement parcels.

By: .
Michael G. Shackelford, PLS

Indiana Land Surveyor No. 20700100
Date of Survey: August 4, 2014

Note: This survey does not represent a boundary survey of the parent parcel.
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NON-EXCLUSIVE ACCESS & UTILITY EASEMENT (AS SURVEYED)

Situated in the County of Johnson and State of Indiana. Known as being part of the Northwest Quarter
of Section 22, Township 12 North, Range 4 East being a 6,631 square foot Non—Exclusive Access &
Utility Easement over and upon a parcel of land now or formerly conveyed to Johnson County as
recorded in Book S, Page 161 of Johnson county records and being more particularly described as
follows:

Beginning at the North Quarter Corner of Section 22, Township 12 North, Range 4 East; Thence S
00°00°00" E, a distance of 24.02 feet: Thence S B4°07°53" W, a distance of 161.85 feet; Thence S
0011'50" W, a distance of 88.09 feet; Thence N 84°07°'53" E, a distance of 151.45 feet; Thence S
05'52°07" E, a distance of 15.00 feet; Thence S 84°07'53" W, a distance of 168.13 feet; Thence N
00"11'50" E, a distance of 118.26 feet; Thence N 84'07'53" E, a distance of 161.80 feet; Thence N
00700°00" W, a distance of 10.48 feet; Thence N 90°00'00” E, a distance of 15.00 feet to the Point of
Beginning and containing 0.152 acres (6,631 square feet) of land, more or less.

15' NON-EXCLUSIVE ACCESS & UTILITY EASEMENT (AS SURVEYED)

Situated in the County of Johnson and State of Indiana. Known as being part of the Northwest Quarter
of Section 22, Township 12 North, Range 4 East being a 2,042 square foot 15’ Non—Exclusive Access &
Utility Easement over and upon a parcel of land now or formerly conveyed to Johnson County as
recorded in Book S, Page 161 of Johnson county records and being more particularly described as
follows:

Commencing at the North Quarter Corner of Section 22, Township 12 North, Range 4 East; Thence S
0000°00" E, a distance of 24.02 feet; Thence S 84°'07°53" W, a distance of 16.91 feet to the Point of
Beginning;

Thence S 05'52'07" E, a distance of 20.46 feet to a point, thence N 76°32'12” E, a distance of 29.26
feet to a point, thence N 84°07'53" E, a distance of 20.17 feet to a point. Thence S 05%2'07” E, a
distance of 15.00 feet to a point, thence S 84'07'53” W, a distance of 26.00 feet to a point, thence S
74'20M12” W, a distance of 23.57 feet to a point, thence S 05'52°07” E, a distance of 52.00 feet to a
point, thence S 84°07'53” W, a distance of 15.00 feet to a point, thence N 0552'07” W, a distance of
B7.60 feet to a point, thence N 84°07'53” E, a distance of 15.00 feet to the Point of Beginning and
containing 0.047 acres (2,042 square feet) of land, more or less.

PARENT PARCEL DESCRIPTION (AS PROVIDED)

SITUATED IN THE COUNTY OF JOHNSON, STATE OF INDIANA:

PARENT PARCEL:
A PART OF THE NORTHWEST QUARTER OF SECTION 22, IN TOWNSHIP 12 NORTH, RANGE 4 EAST IN THE
DISTRICT OF LANDS SUBJECT TO SALE AT INDIANAPOLIS, INDIANA.

LESS AND EXCEPT:
THAT PARCEL OF LAND CONVEYED TO THE FORT WAYNE NATIONAL BANK, RECORDED 08/08/1981, IN
BOOK 226, PAGE 286, OF THE JOHNSON COUNTY RECORDS.

THAT PARCEL OF LAND CONVEYED TO THE JOHNSON COUNTY BUILDING CORPORATION, RECORDED
07/20/1990, IN BOOK 258, PAGE 178, OF THE JOHNSON COUNTY RECORDS.

TAX 1.D. NUMBER: 41-08-22-021-004.000-009
BEING THE SAME PROPERTY CONVEYED TO JOHNSON COUNTY, GRANTEE, FROM ANDREW LEWIS AND

ELIZABETH LEWIS, GRANTOR, BY DEED RECORDED 03/05/1856, IN BOOK S, PAGE 161, OF THE JOHNSON
COUNTY RECORDS.

BASIS OF BEARING:

The meridian for all bearings shown hereon is the State of Indiana Grid East NAD 83, and is used to
denote angles only.

FLOOD ZONE:

By scaled map location and graphic plotting only, the subject property appears to lie entirely in Zone

X-Unshaded (Areas determined to be outside the 0.2% annual chance floodplain) according to the Flood
Insurance Rate Map for the County of Johnson, Community Panel No.18081C0227D, Effective Date
August 2, 2007.

ENCROACHMENTS:

At the time of survey there were no visible encroachments onto or beyond the subject property.
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264’—0" TOP OF EXISTING DIPOLE ANTENNAS

256’—0" ¢ EXISTING CITY OF FRANKLIN ANTENNAS r-\

Jany
N2
Jany
¢

250'-0" TOP OF EXISTING TOWER I I
<

NEW VERIZON WIRELESS ANTENNAS
MOUNTED AT 200" AGL

— ANTENNAS, ANTENNA FRAMES & COAX
CABLES FURNISHED BY VERIZON
WIRELESS. INSTALLED BY GC.

CONTRACTOR SHALL FURNISH &
INSTALL STAINLESS STEEL HANGERS TO
SUPPORT TOP COAX JUMPERS.
MAXIMUM 3'—0" 0.C. SPACING

BRI 0%

e
>
K 1A
0=
KT
=
WRELESS 12 BRIDGE < | >
=
NEW VERIZON WIRELESS I >‘< >
PREFABRICATED RADIO K ‘ j&
EQUIPMENT BUILDING
S
NEW WOOD FENCE , < | =
COMPOUND EXPANSION ! ==
i

248'-0" @ EXISTING T—MOBILE ANTENNAS $

200°-0" € NEW VERIZON WIRELESS ANTENNAS /h

(¥

177'=7" @ EXISTING SPRINT/NEXTEL ANTENNAS /f‘\

)

NOTE:

CONTRACTOR SHALL INSURE THAT ALL NEW ANTENNAS,
MOUNTS, EQUIPMENT, COAXIAL CABLES AND HARDWARE
ARE INSTALLED IN SUCH A MANNER AS TO NOT
INTERFERE WITH ANY EXISTING TOWER SUPPORTS, GUY
WIRES, ANCHORS AND APPURTENANCES. REPORT ANY
CONFLICT WITH THE VERIZON WIRELESS CONSTRUCTION
MANAGER  IMMEDIATELY

NOTE:

*GENERAL CONTRACTOR TO ROUTE COAX
UP TOWER PER STRUCTURAL ANALYSIS

EXISTING CHAIN LINK
FENCE w/BARBED WIRE

T/FINISHED
GRADE

TOWER ELEVATION

&R

SCALE: N.T.S.

EXISTING (1) 2—1/2"
FIBER CABLE (ICl)

EXISTING (6) 1-5/8"
(SPRINT)

EXISTING (2) 1/2”
(CITY OF FRANKLIN)

EXISTING (18)
1-5/8" (T-MOBILE)

NEW VERIZON WIRELESS
(6) LDF7—50A (1-5/8"
COAX)

COAX PLAN

NOTE:

1. IT IS THE INSTALLING CONTRACTORS RESPONSIBILITY TO VERIFY
ALL ANTENNA INFORMATION AGAINST FINAL RADIO ENGINEERING PLAN
PROVIDED BY GTE MOBILNET OF INDIANA LIMITED PARTNERSHIP
d/b/a VERIZON WIRELESS

NOTE:

CONTRACTOR SHALL INSTALL VERIZON
WIRELESS COAX AND HYBRID LINE ON
EXISTING TOWER BRACKETS WITH
STAINLESS STEEL STACKABLE SNAP—IN
HANGERS IN THE CONFIGURATION
SHOWN ON COAX PLAN. COAX AND
HYBRID CABLE SHALL ROUTE THROUGH
TOWER TO EXISTING TOWER BRACKETS

SCALE: N.T.S.

HLYON

> /N

GPD GROUP.

Glaus, Pyle, Schomer, Burns & DeHaven, Inc,
520 South Main Street, Suite 2531
Akron, Ohio 44311

3305722100 Fax 330-572-2101
Copyright; Glaus, Pyle, Schomer, Burns & DeHaven, Inc. 2013
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GENERAL SITE CONSTRUCTION NOTES

1. SCHEDULE:

THE CONSTRUCTION OF THE SITE REQUIRES A CERTAIN SEQUENCE OF EVENTS TO
MINIMIZE CONSTRUCTION TIME REQUIRED UNTIL AVAILABILITY OF CELLULAR TELEPHONE
SERVICE. VERIFY SCHEDULE DURING BID WALK.

2. THE OWNERS REPRESENTATIVE IS:

SBA

5900 BROKEN SOUND PKWY NW
BOCA RATON, FL 33487
CONTACT: TBD

PHONE: 561-995-7670

3. ANTENNA INSTALLATION:

THE CONTRACTOR INSTALLING THE PLATFORM SHALL ENSURE THAT THE PLATFORM IS
ALIGNED BASED ON THE VERIZON WIRELESS RF PLAN. DURING THIS WORK, THE
GENERAL CONTRACTOR SHALL BE LIMITED TO THE WORK WHICH CAN BE PERFORMED IN
THE VICINITY OF THE TOWER.

4. ACCESS DRIVEWAY:

THE GENERAL CONTRACTOR SHALL CONSTRUCT THE ACCESS DRIVE PER THE ALIGNMENT
AS SHOWN ON THESE DRAWINGS. IF ANY AREA OF CONSTRUCTION REQUIRES ADDITIONAL
FILL OF AGGREGATE STONE THAN SHOWN ON THE DRAWINGS, THE GENERAL CONTRACTOR
SHALL NOTIFY THE ENGINEER FOR APPROVAL OF THE SIZE, TYPE AND QUANTITY OF
STONE/FILL NECESSARY AND SHALL NOT BE USED UNTIL APPROVAL BY THE ENGINEER.
THE GENERAL CONTRACTOR SHALL ALSO OBTAIN DRIVE PERMIT FOR NEW ACCESS DRIVE.

5. PREFABRICATED RADIO EQUIPMENT BUILDING:

THIS CONTRACTOR SHALL PROVIDE ALL LABOR, EQUIPMENT AND MATERIALS FOR THE
PROPER LIFTING AND TRANSPORTING OF THE PREFABRICATED RADIO EQUIPMENT BUILDING
FROM THE TRANSPORT TRUCK BED TO THE FINAL POSITION ON THE CONCRETE
FOUNDATION. THE BUILDING SHALL BE LIFTED INTO PLACE BY USING TWO SPREADER
BAR ASSEMBLIES. EACH SPREADER BAR SHALL BE A MINIMUM 13" WIDE (RATED TO
CARRY 15 TONS). THE BUILDING WEIGHT IS 75,000# WITH TELEPHONE EQUIPMENT.
CONTRACTOR SHALL ANCHOR THE BUILDING TO THE CONCRETE SLAB USING STEEL
PLATES AND ANCHOR BOLTS PROVIDED BY THE PREFABRICATED RADIO EQUIPMENT
BUILDING MANUFACTURER. EXTREME CAUTION SHALL BE TAKEN IN THE INSTALLATION OF
THE BUILDING TO AVOID CONTACT WITH EXISTING OVERHEAD UTILITY LINES.

THE CONTRACTOR IS RESPONSIBLE FOR ATTACHING OR SECURING ANY ACCESSORY OR
LOOSE ITEMS THAT ARE SHIPPED WITH THE PREFABRICATED RADIO EQUIPMENT
BUILDING, I.E. TIE DOWN PLATES, HVAC DRIP HOSES TO BLDG., AND SHALL INCLUDE
THIS WORK IN THE BUILDING INSTALLATION PORTION OF THE BID.

6. UTILITIES:

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE EXCAVATION AND PROPER
BACKFILLING OF TRENCHES AND SUPPLY CONDUIT REQUIRED FOR UNDERGROUND
TELEPHONE & ELECTRICAL UTILITIES. ALL TRENCHING SHALL BE COMPACTED TO 95%
MAXIMUM DRY DENSITY IN ACCORDANCE W/ASTM D—1557.

THE CONTRACTOR SHALL RUN AN ELECTRICAL TRENCH WITH 4" CONDUIT AND
DETECTABLE PULL TAPE FROM THE NEW PREFABRICATED RADIO EQUIPMENT BUILDING
AND END AT THE NEW METER BOARD STRUCTURE. THE CONTRACTOR SHALL THEN RUN
(1) ONE 2" CONDUIT WITH PULLWIRE FROM THE METER BOARD TO THE EXISTING
UTILITY POLE IN THE R.O.W. NORTH OF HOSPITAL ROAD, CONTACT COREY HAMBLIN @
317-736-2017, WITH DUKE ENERGY BEFORE BEGINNING CONSTRUCTION TO VERIFY
LOCATION OF CONDUIT. CONDUIT MUST HAVE A MINIMUM DEPTH OF 36”. CONTRACTOR
SHALL CONTACT ELECTRIC PROVIDER TO HAVE TRENCH AND CONDUIT INSPECTED
BEFORE THE TRENCH IS COVERED, THE ELECTRIC PROVIDER SHALL SUPPLY SERVICE TO
THE NEW METER BOARD STRUCTURE. THE CONTRACTOR IS RESPONSIBLE FOR
EVERYTHING BETWEEN THE METER AND SHELTER. THE CONTRACTOR SHALL CONTACT
DUKE ENERGY TO SETUP AN INSPECTION OF THE TRENCHES BEFORE THEY ARE
BACKFILLED. THE CONTRACTOR SHALL PROPERLY BACKFILL THE TRENCHES AFTER
INSPECTION AND SETTLEMENT. CONTACT ELECTRIC PROVIDER THREE TO FOUR WEEKS
PRIOR TO CONSTRUCTION FOR NEW SERVICE AND COORDINATION OF ACCESS TO SITE.
THE CONTRACTOR SHALL CONTACT DUKE ENERGY FOR A COPY OF THEIR
SPECIFICATIONS BEFORE CONSTRUCTION

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE ORDERING AND COORDINATING
THE DELIVERY OF A B1 OR POTS TELEPHONE SERVICE LINE TO THE PREFABRICATED
RADIO EQUIPMENT BUILDING. THE CONTRACTOR SHALL ALSO COORDINATE DELIVERY OF
A T1 CIRCUIT WITH THE TELCO PROVIDER AND THE VERIZON WIRELESS FACILITY
ENGINEER.

THE CONTRACTOR SHALL RUN IN THE TELEPHONE TRENCH WITH 4" CONDUIT w/ (2)
1—1/4" & (1) 1" INNERDUCTS WITH PULLTAPES AND TRACER WIRE FROM THE NEW
PREFABRICATED RADIO EQUIPMENT BUILDING TO THE NEW HAND HOLE @ EXISTING R.0.W.,
CONTACT TELCO PROVIDER (TBD BY VERIZON WIRELESS) TO VERIFY EXACT LOCATION OF
CONDUIT BEFORE CONSTRUCTION STARTS. THE TELCO PROVIDER WILL PROVIDE SERVICE
TO THE TELCO RACK IN VERIZON SHELTER. THE CONTRACTOR SHALL PROPERLY BACKFILL
THE TRENCHES AFTER SETTLEMENT. CONTACT TELCO PROVIDER (TBD BY VERIZON
WIRELESS) FOR APPOINTMENT TO VISIT THE SITE, FOUR TO SIX WEEKS PRIOR TO
CONSTRUCTION FOR NEW SERVICE.

ELECTRIC SERVICE PROVIDED BY: TELEPHONE SERVICE PROVIDED BY:

DUKE ENERGY TELCO PROVIDER TO BE

CONTACT: COREY HAMBLIN DETERMINED BY VERIZON WIRELESS
PHONE: 317-736-2017

EMAIL: corey.hamblin@duke—energy.com

7. GEOTEXTILE FABRIC:

AFTER PLACEMENT AND COMPACTION OF FILL WITHIN THE WORK AREA AND BEFORE
THE PLACEMENT OF LIMESTONE AGGREGATE, (SEE SITE AREA SURFACING DETAIL ON
D—1), THE ENTIRE DISTURBED WORK AREA SHALL BE COVERED WITH A GEOTEXTILE
FABRIC. THIS FABRIC SHALL BE "US FABRICS (US 205NW) NONWOVEN ENGINEERING
FABRIC” INSTALLED ACCORDING TO THE MANUFACTURERS RECOMMENDATIONS.

8. TRASH REMOVAL & SANITATION:

THE GENERAL CONTRACTOR SHALL REMOVE ALL TRASH AS CREATED BY HIMSELF AND
HIS SUBCONTRACTORS. TRASH SHALL BE REMOVED FROM THE SITE IN A TIMELY
FASHION TO A LEGAL DISPOSAL AREA. THE GENERAL CONTRACTOR SHALL ALSO
REMOVE ALL TRASH CREATED BY OTHER CONTRACTORS INCLUDING CABLE REELS,
CARDBOARD BOXES AND PACKING. NO BURNING OR BURYING OF TRASH IS PERMITTED.

THE GENERAL CONTRACTOR SHALL PROVIDE AND MAINTAIN A PORTABLE TOILET FOR
THE DURATION OF THE CONSTRUCTION PROJECT.

9. TOWER:

A. THE GENERAL CONTRACTOR SHALL VERIFY THE EQUIPMENT BUILDING FOUNDATION IS
LOCATED CORRECTLY WITH RESPECT TO THE TOWER FOUNDATION. THE CONTRACTOR
MUST NOTIFY THE ARCHITECT/ENGINEER OF ANY DISCREPANCIES PRIOR TO POURING
CONCRETE.

B. TOWER & FOUNDATION DESIGN ARE BY OTHERS FOR VERIZON WIRELESS. PRIOR
TO CONSTRUCTION THE CONTRACTOR SHALL VERIFY IN WRITING FROM VERIZON
WIRELESS THAT THE TOWER IS STRUCTURALLY SUFFICIENT TO SUPPORT ALL LOADINGS
AS OUTLINED IN THESE DOCUMENTS. TOWER AND FOUNDATION DESIGN SHALL BE
PERFORMED BY A LICENSED ENGINEER.

C. THE GENERAL CONTRACTOR SHALL VERIFY THE TOP OF FOUNDATION
MATCHES THE FAA APPROVAL LETTER.

10. EXCAVATION OF UTILITIES:

A. FIELD VERIFY THE LOCATION OF ANY EXISTING UNDERGROUND UTILITIES PRIOR TO
EXCAVATING IN THE VICINITY OF THE SITE. ALL EXCAVATIONS SHALL BE MADE BY
HAND OVER OR UNDER OR IMMEDIATELY ADJACENT TO ANY EXISTING UTILITIES &
GROUNDING.

B. ALL UTILITY COMPANIES SHALL BE NOTIFIED AT LEAST 48 HOURS PRIOR TO ANY
CONSTRUCTION ON THIS PROJECT. CONTACT UNDERGROUND UTILITY PROTECTION
SERVICE BEFORE YOU DIG AT 1-800-382-5544 OR 811.

C. EXISTING UTILITIES ARE SHOWN FROM THE SURVEY AND ARE NOT NECESSARILY
COMPLETE AND ACCURATE. THE CONTRACTOR SHALL BE RESPONSIBLE TO LOCATE,
EXPOSE AND DETERMINE IF CONFLICTS EXIST WITH THE NEW IMPROVEMENTS. THE
CONTRACTOR SHALL NOTIFY THE ENGINEER (GPD GROUP) IN ORDER TO RESOLVE
ANY CONFLICTS.

11. CONTRACTOR'S LICENSE:

THE GENERAL CONTRACTOR AND ALL OF HIS SUBCONTRACTORS THAT DO ANY WORK
ON THIS PROJECT SHALL BE CURRENTLY LICENSED TO PERFORM WORK IN THE
LOCATION OF THIS SITE. PROOF OF LICENSES SHALL BE SUPPLIED TO VERIZON
WIRELESS PRIOR TO THE COMMENCEMENT OF ANY WORK.

12. SEEDING:

ALL DISTURBED AREAS SHALL BE REPAIRED AND SEEDED BY THE GENERAL
CONTRACTOR, UNLESS OTHERWISE NOTED. SEED DISTURBED AREAS W/4
POUNDS/1000 SQ. FT. — 60% KENTUCKY BLUEGRASS, 18% CREEPING RED FESCUE,
22% ANNUAL RYEGRASS.

13. FINAL CLEAN-UP:

UPON COMPLETION OF ALL WORK BY THE GENERAL CONTRACTOR AND ALL OF HIS
SUBCONTRACTORS ON THIS PROJECT, THE GENERAL CONTRACTOR SHALL STRIP AND
CLEAN THE FLOOR OF THE PREFAB BUILDINGS, USING AN INDUSTRIAL STRIPPING
MACHINE. THE FINISHED FLOOR SHALL BE CLEAN AND DUST FREE. NO SURFACE
FINISHES SHALL BE APPLIED. THE GENERAL CONTRACTOR IS ALSO RESPONSIBLE FOR
THE REMOVAL OF ALL EXCESS MATERIAL FROM INSIDE THE SHELTER ALONG WITH
SHIPMENT OF NOTED MATERIALS BACK TO THE OWNER.

14. TRAFFIC CONTROL:

THE CONTRACTOR SHALL FURNISH, INSTALL AND MAINTAIN ALL REQUIRED TRAFFIC
CONTROL DEVICES IN ACCORDANCE WITH THE MANUAL OF UNIFORM TRAFFIC
CONTROL DEVICES OR GOVERNING LOCAL AGENCIES.

15. CONSTRUCTION STAKING:

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL CONSTRUCTION STAKING NEEDED
TO COMPLETE ALL THE CONSTRUCTION SHOWN HEREON. THE CONTRACTOR SHALL
NOTIFY GPD GROUP TO SCHEDULE THE CONSTRUCTION STAKING. THE CONTRACTOR
SHALL ALLOW 7-10 BUSINESS DAYS, DEPENDANT UPON WEATHER, FROM ORDERING
STAKING FOR STAKING TO BE COMPLETED.

16. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING
PROPERTY RESULTING FROM THE CONSTRUCTION ACTMITIES, INCLUDING BUT NOT
LIMITED TO PAVEMENT, FINISHED GRADES, LANDSCAPING, BUILDINGS, SURVEY MARKERS,
ETC.

17. IN THE EVENT ANY DISCREPANCIES OR ERRORS ARE FOUND ON THESE PLANS
OR ANY CONFLICT OR PROBLEMS ARE ENCOUNTERED DURING CONSTRUCTION, THE
CONTRACTOR SHALL NOTIFY THE ENGINEER BEFORE PROCEEDING WITH THE WORK. NO
ADDITIONAL COMPENSATION WILL BE PAID TO THE CONTRACTOR FOR WORK HAVING TO
BE REDONE FOR GRADE OR GEOMETRIC DISCREPANCIES IF NOTICE TO THE ENGINEER
HAS NOT BEEN PROVIDED. THE ENGINEER RESERVES THE RIGHT TO MAKE MINOR
ADJUSTMENTS AS NECESSARY TO ACCOMPLISH THE INTENT OF THESE PLANS.

18. ALL SITE WORK AND CONSTRUCTION SHALL CONFORM TO ANY AND ALL
APPLICABLE CODES AND VERIZON WIRELESS STANDARDS AND SPECIFICATIONS.

19. ALL ELEVATIONS AND TOPOGRAPHIC INFORMATION WAS TAKEN FROM A SURVEY
SUPPLIED TO GPD GROUP BY BENCHMARK SERVICES, INC.. GPD GROUP HAS NOT
VERIFIED THIS INFORMATION AND DOES NOT WARRANT ANY INFORMATION SUPPLIED BY
OTHERS.

20. THE CONTRACTOR SHALL MAINTAIN A COMPLETE AS—BUILT SET OF PLANS AND
CONDITIONS, AND SUBMIT SAME TO THE ENGINEER WITHIN 7 DAYS OF COMPLETION OF
CONSTRUCTION. AS—BUILT PLANS SUBMITTED TO THE ENGINEER SHALL INCLUDE A
DRAWING WITH DIMENSIONS SHOWING THE LOCATION OF THE UNDERGROUND UTILITIES,
GROUNDING GRID, BUILDING, TOWER FOUNDATION, TOWER PLATFORM ORIENTATION, AND
FENCE WITHIN THE LEASE AREA OR PROPERTY AND BE CERTIFIED BY A LICENSED
PROFESSIONAL SURVEYOR.

21. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFICATION OF ALL GOVERNING

AGENCIES THAT REQUIRE SITE INSPECTION OF THE WORK AND/OR SIMPLY NOTIFICATION.

22. WORK SITE SAFETY:

A.  CONSTRUCTION WORK PRESENTS UNIQUE THREATS TO HEALTH AND SAFETY. THE
CONTRACTOR IS RESPONSIBLE TO EDUCATE THEIR WORK FORCE OF THESE DANGERS
AND LIMIT THEIR EXPOSURE TO HAZARDS. THIS EDUCATION SHALL INCLUDE BUT
NOT BE LIMITED TO APPLICABLE TRAINING COURSES AND CERTIFICATIONS, PROPER
PERSONAL PROTECTIVE EQUIPMENT USAGE, DAILY TAILGATE MEETINGS AND ANY
OTHER PREVENTATIVE MEASURES WHICH MAY BE REASONABLY EXPECTED. THE
CONTRACTOR AND ALL SUB—CONTRACTORS SHALL BE RESPONSIBLE FOR THE SAFETY
OF THE WORK AREA, ADJACENT AREAS AND ANY PROPERTY OCCUPANTS WHO MAY
BE AFFECTED BY THE WORK UNDER CONTRACT. THE CONTRACTOR SHALL REVIEW
ALL LANDOWNER, PRIME CONTRACTOR, CARRIER, OSHA, AND LOCAL SAFETY
GUIDELINES AND AT ALL TIMES SHALL CONFORM TO THE MOST RESTRICTIVE OF
THESE STANDARDS TO ENSURE A SAFE WORKPLACE.

B. TOWER WORK PRESENTS ADDITIONAL THREATS TO HEALTH AND SAFETY. ALL
TOWER WORKERS WORKING ON A TOWER MUST BE ADEQUATELY TRAINED AND
MONITORED TO ENSURE THAT SAFE WORK PRACTICES ARE LEARNED AND FOLLOWED.
AS REQUIRED BY OSHA, WHEN WORKING ON EXISTING COMMUNICATION TOWERS,
EMPLOYEES MUST BE PROVIDED WITH APPROPRIATE FALL PROTECTION, TRAINED TO
USE THIS FALL PROTECTION PROPERLY, AND THE USE OF FALL PROTECTION MUST
BE CONSISTENTLY SUPERVISED AND ENFORCED BY THE CONTRACTOR.

C.  ALL SAFETY EQUIPMENT SHALL BE INSPECTED ACCORDING TO ALL OSHA AND
INDUSTRY SCHEDULED INTERVALS AND ALL INSPECTIONS SHALL BE DOCUMENTED
PER APPLICABLE CODES AND STANDARDS.

> /N

GPD GROUP.
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o
EROSION & SEDIMENT CONTROL NOTES =
“!"4;

o 1. ALL WORK SPECIFIED AS A/AN DOT ITEM SHALL BE GOVERNED BY THE STATE OF INDIANA
1. SET THE STAKES. 2. EXCAVATE A 4°x4” TRENCH UPSLOPE OF DEPARTMENT OF TRANSéORTAT\ON CONSTRUCTION AND MATERIAL SPECIFICATION GPD GROUP.
ALONG THE LINE OF STAKES. HANDBOOK. IT IS CONTRACTORS RESPONSIBILITY TO POSSESS AND BE FAMILIAR WITH Glaus, Pyle, Schomer, Burns & Detiaven, Inc,
APPLICABLE SECTIONS. 520 South Main Street, Suite 2531
2. THIS CONTRACT DRAWING SHALL BE MADE AVAILABLE ON SITE AT ALL TIMES AND PRESENTED Akron, Ohio 44311
UPON REQUEST. IF UNFORESEEN STORM WATER POLLUTION PREVENTION IS ENCOUNTERED, 330-572-2100 Fax 330-572-2101
ADDITIONAL STORM WATER POLLUTION PREVENTION (SWPP) MEASURES MAY BE REQUESTED Copyig; Gaus, e, Schorer, Burs & Detaven n. 2013

BY THE OWNER, COUNTY ENGINEER, PROJECT ENGINEER OR SOIL CONSERVATION SERVICE
REPRESENTATIVE AT ANYTIME. SUCH REQUESTS SHALL BE IMPLEMENTED IMMEDIATELY AT
CONTRACTOR'S EXPENSE.

3. ALL STORM WATER POLLUTION PREVENTION ITEMS SHALL BE INSTALLED AS SHOWN OR
NOTED ON THIS SHEET.

4. PLANT TEMPORARY SEEDING AND MULCHING IN ALL AREAS THAT SHALL BE INACTIVE FOR 7

3. STAPLE FILTER MATERIAL TO STAKES 4. BACKFILL AND COMPACT THE
DAYS OR MORE. ALL DISTURBED AND ERODED EARTH SHALL BE REGRADED AND SEEDED
AND EXTEND IT INTO THE TRENCH. EXCAVATION SOIL. WITHIN 14 DAYS WITH SEEDING, AS DEFINED ABOVE AND AS SHOWN ON THE TABLE BELOW.
1 1 0 1 1 q TO ESTABLISH STABILITY AND PROVIDE SEDIMENT CONTROL, WHERE POSSIBLE. TEMPORARY

SEEDING GROWTH SHALL NOT BE MOWED UNTIL IT HAS GONE TO SEED FOR 1 YEAR.

JAN.  FEB. MAR. APR. MAY JUN. JUL. AUG. SEP. OCT. NOV. DEC.

250 E. 98TH STREET
INDIANAPOLIS, INDIANA 46240

GTE MOBILNET OF INDIANA LIMITED
PARTNERSHIP d/b/a VERIZON WIRELESS
<
verigon wirsless

PERMANENT SEEDINGS A * o]
DORMANT SEEDINGS  |B B
TEMPORARY SEEDINGS o D
SODDING Exx
MULCHING F
A. KENTUCKY BLUEGRASS C. SPRING OATS 100 LBS./ACRE
90 LBS./AC/MIXED
BEREnNAL CAERED e 2 D. WHEAT OR CEREAL RYE 150 LBS./ACRE
LBS./ACRE E. SOD (NURSERY CROWN KENTUCKY BLUEGRASS) -
150 LBS./ACRE 53|82
B. KENTUCKY BLUEGRASS 24|z
135 LBS./AC/MIXED F. STRAW MULCH 2 TONS PER ACRE o ols
PERENNIAL RYEGRASS 45 x|%|3
LBS./AC. 2 TON STRAW * IRRIGATION NEEDED DURING JUNE, JULY & FEELR
MULCH PER ACRE SEPTEMBER Wi &
*+ IRRIGATION NEEDED FOR 2—3 WEEKS AFTER Tq
SODDING 88
POINTS A SHOULD BE HIGHER THAN POINT B 2|3
Q|
5. PERMANENT VEGETATION SHALL BE INSTALLED WITHIN 10 DAYS AT THE COMPLETION OF
ANY GRADED AREAS, WEATHER PERMITTING. ALL PERMANENT VEGETATION SHALL CONSIST MEE
OF PLANTING AND SOD HNE
SILT FENCE DETAIL 2 6. AT SUCH TIME ROUGH GRADING OF THE SITE IS COMPLETE AND DRAINAGE DIVERTS TO e
A INLETS, INLET SEDIMENT FILTERS SHALL BE INSTALLED AT ALL INLET STRUCTURES TO =
- C—6 KEEP PIPING SYSTEMS FREE OF SILTATION. d|<|m
SCALE: N.T.S. 7. SILT BARRIERS SHALL BE INSTALLED AROUND ALL EXISTING OR NEW STORM INLETS, o

CATCH BASINS, AND YARD DRAINS. INSTALL ROCK CHECK DAMS FOR HEADWALL INLETS
FOR STORM WATER POLLUTION PREVENTION.

8. STORM WATER POLLUTION PREVENTION MEASURES SHALL BE INSTALLED OR TOPSOIL
STOCKPILES AND OTHER TEMPORARILY DISTURBED AREAS AS SHOWN ON THESE PLANS
AND AS DIRECTED BY THE ENGINEER.

9. CONTRACTOR SHALL INSPECT ALL SWPP MEASURES DAILY AND REPAIR AS NECESSARY TO
PREVENT EROSION. SILTATION SHALL BE REMOVED FROM AREAS WHERE FAILURES HAVE
OCCURRED AND CORRECTIVE ACTION TAKEN WITHIN 24 HOURS TO MAINTAIN ALL SWPP.

10. SILT BARRIERS, CONSTRUCTION ENTRANCES, AND SILT FENCES SHALL REMAIN IN PLACE
UNTIL A GOOD STAND OF GRASS HAS BEEN OBTAINED AND/OR PAVING OPERATIONS ARE
COMPLETE. CONTRACTOR SHALL KEEP SILT FROM ENTERING ANY STORM DRAINAGE
SYSTEM. ONCE SITE HAS BEEN COMPLETELY STABILIZED, ANY SILT IN PIPES AND CIVIL SEAL
DRAINAGE SWALES SHALL BE REMOVED WITHIN 10 DAYS.

11. TEMPORARY SEDIMENTATION AND STORM WATER POLLUTION PREVENTION MEASURES MUST
BE INSPECTED AND LOGGED BY THE CONTRACTOR FOR INSPECTION, LOGGING SHALL BE
WEEKLY AND AFTER RAIN STORMS.

12. UTILITY COMPANIES MUST COMPLY WITH ALL STORM WATER POLLUTION PREVENTION
MEASURES AS DEFINED ON THE STORM WATER PREVENTION PLANS, DETAILS AND NOTES.

13. THE TOTAL AREA OF DISTURBANCE FOR THIS PROJECT IS APPROXIMATELY 0.96 ACRES.

14. ALL EXISTING WATER COURSES WITHIN THE PROJECT LIMITS SHALL BE TEMPORARILY
PROTECTED DURING LAND CLEARING AND GRADING OPERATIONS. SOILS WITHIN 50 FEET
OF SAID WATER COURSES SHALL BE STABILIZED WITHIN 2 DAYS OF THE INITIAL CLEARING
/ GRADING OPERATION AS SHOWN ON PLANS.

15. ALL DISTURBED AREAS SHALL BE STABILIZED WITHIN 7 DAYS OF FINAL GRADING.

16. IT IS THE CONTRACTOR’S RESPONSIBILITY TO MAINTAIN ALL SEDIMENTATION AND STORM
WATER POLLUTION PREVENTION ITEMS AT ALL TIMES.

17. ALL STORM WATER POLLUTION PREVENTION PRACTICES WILL BE INSTALLED BEFORE ANY
OTHER EARTH MOVING OCCURS.

18. THE FOLLOWING STORM WATER POLLUTION PREVENTION AND SEDIMENT CONTROL
MEASURES WILL BE USED ON THIS SITE:

1. SILT BARRIERS

2. SILT FENCE

3. CONSTRUCTION ENTRANCE

4. EROSION CONTROL SEED BLANKETS — SPEC FOR TEMPORARY EROSION
CONTROL BLANKETS ON SLOPES/DITCHES

FRANKLIN, IN 46131

GN FRANKLIN WEST
1071 HOSPITAL ROAD
BEST MANAGEMENT
PRACTICES & EROSION
CONTROL NOTES

CONSTRUCTION SEQUENCE

1. STAKE AND/OR FLAG LIMITS OF CLEARING ‘ BID -

2. DURING PRECONSTRUCTION MEETING ALL EROSION & SEDIMENT CONTROL FACILITIES
& PROCEDURES SHALL BE DISCUSSED.

CLEARING & GRUBBING, AS NECESSARY, FOR INSTALLATION OF PERIMETER CONTROLS.
INSTALL SILT FENCE PERIMETER CONTROLS AS SHOWN ON PLANS. \RECORD -
INSTALL CONSTRUCTION ENTRANCE, IF CONDITIONS ARE SUCH THAT MUD IS
COLLECTION ON VEHICLE TIRES, THE TIRES MUST BE CLEANED BEFORE THE VEHICLES \pRoJECTMANAGER DESIGNER
ENTER THE PUBLIC ROADWAY. THE SITE ENTRANCE SHALL BE MAINTAINED IN A

CONDITION THAT WILL PREVENT THE TRACKING OR FLOW OF MUD INTO THE PUBLIC \ e oTC
RIGHT—OF—WAY. ALL MATERIALS SPILLED, DROPPED, WASHED OR TRACKED FROM

VEHICLES ONTO THE ROADWAY MUST BE REMOVED PROMPTLY.

SRS

CLEARING & GRUBBING THE REMAINING SITE AS NECESSARY. JOB NO.

BEGIN FILLING & GRADING AS REQUIRED TO REACH SUBGRADE.

CONSTRUCT AND MAINTAIN TEMPORARY DRAINAGE SWALES DURING FILLING AND 201 3736_13
GRADING ACTIVITIES.

o N>

9. CONSTRUCT SITE WORK INCLUDING STORM DRAINAGE FACILITIES.
10. MAINTAIN EROSION & SEDIMENTATION CONTROL MEASURES UNTIL THE SITE HAS BEEN

COMPLETELY STABILIZED.
11. REMOVE SEDIMENT CONTROLS. ‘ 6
-
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ATTACHED TO POST (TYP.) CAPPED) FOR GATE POST (TYP.
CT(;F;NER POSTS  CostS WiTH I \\ ( ) (e:) (TYPICAD) 1. BOTTOM OF CONCRETE BASE SHALL BE SET BELOW FROST LINE GPD GROUP,
(TYP.) 2-16¢ NAILS——_[|[7] T T T (T T T (SEE LOCAL CODE) CONCRETE BASE IS RECOMMENDED MINIMUM lous, Pyle, Schomen, Burns & Detiaven, Tne.
m NN Y TN L FIE ]! J_\_ N M| ly J_L IR IR AND SHOULD BE REDESIGNED FOR CONDITIONS WHERE SOIL IS 520 South Main Street. Suite 2531
B | - 2°X 4"X 186’ o 4™x4” POSTS AT H R 1} 1 HH = 1 }1 HH—AH POOR. PROVIDE CONCRETE WITH A 28 DAY STRENGTH OF 4000 PSI. Akron. Ohio 44311
Il 1'x6" #1 CLEAR 8'-0" 0.C. MAX. Lo bl | il 1L il Lo e b (MIN.). 330.5722100 Fax 330-572-2101
CEDAR WOOD IR “ | T[T | ‘\ HINIE 2. ALL POSTS SHALL BE INSTALLED IN FOOTINGS AS SPECIFIED. ot
FENCE BOARDS Pyright; Giaus, Pyle, Schomer, Burns & DeHaven, Inc. 2013
— IR ‘ | I | ‘ IRIRIRIN WHERE THE POST IS SET IN EXISTING ROCK OR CONCRETE, CORE
IR “ | i | “ Pl A HOLE 12" DEEP AND 1" LARGER IN DIAMETER THAN THE POST.
T~ . 24" 178" RIEIRIR ‘ | i | ‘ bl SET THE POST AND GROUT IN PLACE USING NON—SHRINK GROUT.
4 1/2" sQ. POST INTERMEDIATE RAIL WoOoD N - 3. ALL MATERIAL FOR THE WOOD FENCE SHALL BE »
X FENCE NI “ ‘ N ! “ e PRESSURE-TREATED BY ALKILINE COPPER QUATERNARY (ACQ) PER a®
ATTACHED TO goaros—_ || |1 1] |1 1] [! ‘ ‘ ‘ ‘ e AMERICAN WOOD PRESERVERS' ASSOCIATION (AWPA) STANDARDS o=
i oAy g POSTS WITH |l » . =
B | I I 2% 4°X 8 223164 NA‘LSJ ,{ IR ! ! _ﬂ,ﬂﬂJ—LﬂH T%UBSSSTREO%S UNLESS NOTED OTHERWISE IN PLANS. ALL MATERIAL FOR THE WOOD EC o
Pl ‘ \ H’ I | (vP. EACH  FENCE SHALL BE NO. 2 GRADE OR BETTER. ALL FENCE SHALL BE 33 8 =<
t-kf‘ ot L:: ‘ ‘ ::J et \744 GATE) PRESSURE—TREATED TO AWPA STANDARD U1 (GROUND CONTACT) AND 28 ¢
2"4” BOTTOM HEIEEIEN j‘T ‘ T}L T ALL OTHER MATERIAL SHALL BE TREATED TO AWPA STANDARD U1 N 5 B
RAIL ATTACHED TO ’ifkkffH 7+\7 3 R f\+f H**%%*i\ (ABOVE GROUND USE). T1 TREATED WOOD MAY BE SUBSTITUTED ze £2
POSTS WITH I ol el L J \[ 2| NN FOR U1 TREATED BUT NOT THE REVERSE. L > &2
2-168 NALS—— | DLl 1 z bl Ll ) 4. ALL FASTENERS & HARDWARE FOR THE WOOD FENCE SHALL BE og by
N | HOT DIPPED GALVANIZED. D S 3
i 2"X 4"X 8 GRADE T 5. ALL PIPE SHALL BE SCHEDULE 40. Zo 23
L] L] I ‘ ﬂ ‘ 6. %ONTRACTOR SHALL PROVIDE HOLD OPEN STOPS/DEVICES FOR gﬁ ~
B ALL GATES. 4 E
4 N\ . . }“‘ H J 2" DIA. L‘ H ‘ 276" WOOD 7. GATES SHALL SWING FREELY AND UNOBSTRUCTED IN THE 2y
P 4 |Z NoTE: ‘ 3 STANDARD ‘ 1 BOTTOM RAIL DIRECTION SHOWN ON THE CONSTRUCTION DRAWINGS (SEE SHT. Sk
B ] 1 |g INCLUDES 3 GAUGE PIPE i BOLTED TO PIPE C-2) TO THE FULL OPEN POSITION. g
. |2 2 . . ¢ BoTH CATE E [ ‘ FRAME (TYP. ‘ RN i FRAME (TYPICAL) 8. ALL WOOD GATES SHALL HAVE PIPE FRAME BRACING (WELDED
0|5 . WOOD END ‘ H OF 2 GATES) 4 H ASSEMBLY, COLD GALV. AND SILVER PAINT WELD AREAS) ALONG
; % . ‘ . POST. ‘ ‘ 12—0" - { ‘ WITH DIAGONAL BRACING (3/8" DIA. STEEL TRUSS ROD) AS
S| s - © : Ly SPECIFIED.
4 R CLEAR POST/POST 9. THE GRADE OF THE SITE AND INSTALLATION OF THE FENCE
KL R SHALL PROVIDE FOR NO MORE THAN A 1” GAP BETWEEN THE
o O e O BOTTOM OF THE FENCE MATERIAL AND FINISH GRADE. 10.
I~ 6” OF CRUSHED STONE 10. CONTRACTOR SHALL PROVIDE GATE THAT IS COMPATIBLE WITH
‘ CONCRETE FOR DRAINAGE (TYP.) CONCRETE APPROVED LOCKING MECHANISM FURNISHED BY BURLINGTON
FOOTING (TYP.) : FOOTING (TYP.) WATERWORKS. NO KEYED LOCKS ARE PERMITTED.
1'-0"

WOOD FENCE & POST DETAIL A

SCALE: N.T.S. D—1

N ., 5-0" 3 ROWS
12" (UNLESS NOTED OTHERWISE) 2.1/2" SC(H‘W) ¥ /ALUM\N\ZED
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LINE POST WITH ATE FRAME = <l
WOOD FENCE L OF DOUBLE ?TYP) (] I—3”¢ SCH40 GATE
L —SEE DETAIL 1/D—1 SWING GATE : N POST (TYP.)
FOR TYPICAL FENCE e GATE LATCH n
SECTION NOTE: —SEE DETAIL 5 |
HORIZONTAL
ALTERNATE FENCE STOPS ARE ON THIS SHEET+ BRACE (/P
2~ #57 CLEAN LIMESTONE [ ACCEPTABLE, TO BE APPROVED BY \(3 :
ROLLED/COMPACTED VERIZON WIRELESS CONSTRUCTION 2" GALV. e I
MANAGER
(Fom MESH #9 CA. - TRUSS ROD w/
FABRIC (TYP) — TURNBUCKLE
2" (MAX.)— #10 LIMESTONE x o (TYP.)
ROLLED,/COMPACTED GATE LATCH STRONG ARM DOUBLE BB
[ GATE LATCH #DAC—4000 OR AT CIVIL SEAL
EQUAL = !
5"~ #3 LIMESTONE W/#10 z -
LIMESTONE ROLLED/COMPACTED = GROUND LINE U) a
GEOTEXTILE FABRIC "US = W= %)
FABRICS (US 205NW) & SQ 1
ENGINEERING FABRIC” ; ¥ © <_E
PROOF ROLLED,/COMPACTED =z oy [
SUBGRADE =<=Z L
gE-| O
Xno=Zz
Zund| W
GATE LATCH DETAIL (3 22| Q
SITE_AREA SURFACING (2" = MAN GATE DETAIL (4 rIz| =
SCALE: N.T.S. — T4
. — N~
SCALE: N.T.S. D—1 SCALE: N.T.S. D—1 ™ L
Z~
DUCKBILL GATE 1 5/8” GALVANIZED
HOLDBACK POST W/CAP
[ 1sSUED FOR:
¢ OF DOUBLE
SWING GATE \ PERMIT -
‘ CONTRACTOR TO
FINISH GRADE /MATCH CATE NOTE: ‘BID -~
\ FRAME HEIGHT ALTERNATE FENCE STOPS ARE
ACCEPTABLE, TO BE APPROVED BY . CONSTRUCTION -~
VERIZON CONSTRUCTION MANAGER.
\RECORD -
CONTRACTOR TO R GATE LATCH STRONG ARM DOUBLE [[ProsecTmwneeR DESIGNER
SET POST IN T (INSTALL MAXIMUM OF GATE LATCH #DAC—4000 OR oFe s
CONCRETE MIN. ] = 2'~0" FROM FACE OF FQUAL
OF 18" DEEP ———=] < COMPOUND FENCE e ore
4 GATE LATCH DETAIL /67

-V 2013736.13

GATE KEEPER DETAIL S
SCALE: N.T.S. Q D- 1
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NOTE:

1. CONTRACTOR SHALL

PRIME & PAINT 1

BOLLARDS OSHA
YELLOW

=]
A
T

EXISTING
FINISH GRADE

GROUT PIPE FULL
/w/ CONC. DOME
TOP

[TT———6" DIA. SCH40 GALV.

STEEL BOLLARD

CROWN FOR
DRAINAGE

4 16" DIA.
CONCRETE FOOTING
(3000 PSI )

I

/CO MPACTED
AGGREGATE

MIN.

BOLLARD DETAIL

A

SCALE: N.T.S.

Y
’IIIA
GPD GROUP,

Glaus, Pyle, Schomer, Burns & DeHaven, Inc,
520 South Main Street, Suite 2531
Akron, Ohio 44311

330-572-2100 Fax 330-572-2101
Copyright; Glaus, Pyle, Schomer, Burns & DeHaven, Inc. 2013
@
[=]
Eg
=X
1
£z 2 S
98
s = i
o> 22
oL o
-2 >4
W o wig
3
o E
=y
bE
O
o
Zz »
Slg|e
|z
SEEES
3
Wle | &
olg|e
o|w
gl
TR
A
<(§|2
o|s|8
Tl<|o
o
CIVIL SEAL
A
W<s
; O+ (V)]
re | 2
Z - <
=<Z| =
ot | W
X o e
Z B2
rIZ| E
L~x| O
oL
as
[ 1sSUED FOR:
( PERMIT
‘ BID
. CONSTRUCTION
\RECORD
\ PROJECT MANAGER DESIGNER
\ TP bTC
JOB NO.

D-2




Drawing Name: 0:\2013\2013736\FRANKLIN WEST\AE\CD\FRANKLIN WEST.dwg

September 18, 2014 3:10 PM - skirschner

L
N
25'-10" 11'=10" GPD GROUP@
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520 South Main Street, Suite 2531
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330-572-2100 Fax 330-572-2101
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VA L/THONIA LIGHTING [

FEATURES & SPECIFICATIONS
INTENBED USE Ty

Provides yaars of maintenance-frea gansral lllumination for cutdoor usin commercial applications sich
4 retall, education, multi-unit housing and storage. ldeal for lighting Bulldieg facades, paking areis,

walkways, garages, loading araas snd any othar outdvar spaca requiring raliable safaty and seeurity, Outdoor General Purpose
CONSTRUCTION

Sourdy weather-resistant aluminum heusing with a bronze finish, standa rd wilass athersise noted, A

clea pobycarbnate Jens protects the optics from molsture, it and ether comaminants. 0 Lw1 4
OPTICS

& high parformanis LEDs are povered by 2 multi-velt {120V-2777) LED driver that usas 18 input smtts
and provides 1,430 delivered lumens, 100,000 bouw LED (Ifes pan based on IESHA LA-80-03 results and
calzulatad pas IESHA TH-21-11 methedelogy.

ELECTRICAL
Rated foroutdoor nstal lsthons, -40°C minimum amblent,

Aol ustabla Dugh-t-guwn, muttl-volt phatocal| standsrd awtematically turms light on st dusk s off a8
dawm For comveniende and energy savings,

Phatocell can b disablez by rotating the photonl s,

BRY

Surface or recessed mount, A universal junction boxis induded standard,
Allmounting hardsare inchled,

LED WALL PACK

@ O © W

LISTINGS

UL Cartifed 1o LS and Canadin safety standaeds, Wat lacation lizted for mounting higher than 4 fast

off the graund, 5 i N

Tasted i accordanca with IESHA LM-79 and LW -80 stanclard & ] e

WARRANTY — E U

S-year imited warranty, Complete swarranty terms lotated at [Nl 38

wemauibbants.com CustamerResourzes/ Terms e conditians asp — f{% — 120.1)

Actual performance may diffar asa resubt of end-user enviranment and application, 1 m 8-5/8

Hote: Spacifications subject to dhanga withaut notics, ! foea
A diverskore ire fachas dcantl miters) and sssatharsise ladicated.

(LT RO O, For shortest bead imas, canfigura produ using bolded options. Example: OLW14

blna
Series Color temperature (CCT)' Voltage Control Finish
OLW14 1400 luren LED wal pack {blank)  SOO0K {blamk)  MYOLT (120V-277Y) {blank) VLT phatoce|l induded (blankj  Branze

WH White

Accessories: Order as separate catalog number.

FC0S 24 Fidl cutaff shiald

FCOS'WH 24 Full cutoff shiekd, white Hotes
1 Camralatad Calor Terparatura i0CT) shewn s noninal par ANSI C78,377-2008.

OUTBOOR DLW

Y
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Glaus, Pyle, Schomer, Burns & DeHaven, Inc,
520 South Main Street, Suite 2531
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330-572-2100 Fax 330-572-2101
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NOTE:

VERIFY BUILDING FOUNDATION DETAILS &

20’'-0"

ALL UTILITY ENTRANCE OPENING WITH
BUILDING MANUFACTURER'S FOUNDATION
PLAN AND DETAILS.

LIMITS O

F BUILDING FOUNDATION

e 6" STOOP WITH
W \S—J/ HEAVY BROOM FINISH
< | INSTALL EXPANSION JOINT
BETWEEN STOOP AND SLAB
SEE TYPICAL R PR
CORNER ‘
REINFORCING B _
SEE BUILDING - V — —
MANUFACTURERS DRAWINGS
FOR FOUNDATION =
CONNECTION DETAILS ——__| / —_n - — — — Iy [ %
a |5
FOUNDATION WALL———__| | &=y Lo iﬂﬂ 2
NEW VERIZON WIRELESS ENTRANCE | |2
et ] | I L
4 BVC TELCO CONDUIT EQUIPMENT BUILDING ‘ b H|H e
W/ (2) 1 1/4" & (1) 17 3-9 N
TAPE & TRACER WiRE FOUNDATON. VALL /K ciromee | |H o
BELOW SLAB — | 2
——————— — LTI
,,,,,,,,,,,,, Il |\
——————————————— = ——————F-———————7 N
D R H|H 4" PVC ELECTRICAL
- 9 H|: CONDUIT
: S I}
|
. B |
N ST H:u
N REUa R L
NN N L
| - N N
N i S
(3) ICE BRIDGE o |
\ \ . FOUNDATIONS : H H
| \\ % F——ICE BRIDGE H|H
N | R, 0
\ o 7 |
} \ R I
‘ \ ¢ OF TOWER ~ \ RN H|H
| R B I
| / AN |
| / e I
FOUNDATION PLAN g
SCALE: 1/4” = 1’0" [~
o
z

PREFABRICATED
EQUIPMENT BUILDING

WWF 4x4 — W2.9 x W2.9

6" CONCRETE SLAB

6” COMPACTED
GRANULAR FILL COURSE

GALVANIZED ANCHOR PLATE & 3/4” DIA.
WEJ—ITS X 6" LONG (PROVIDED BY
BUILDING MANUFACTURER & INSTALLED
BY CONTRACTOR)

1” CHAMFER @ 45
(TYp.)

FINISHED GRADE

6" MIN.

iz % <, AJ

E)
a
OSOTOTOTOT

) 736.25" /h

i
~LI’"—PROVIDE WEED BARRIER

OVER ALL DISTURBED N
AGGREGATE AREAS. O‘

WHICHEVER
IS GREATER

FROST LINE

#4 REBAR @ 1'-6" 0/C
(VERTICAL)

OR 6" BELOW

{

MANUFACTURERS OF VAPOR BARRIER: =

1. FORTIFIBER CORP. TRACY, CAL. (6) # 5 REBAR

2. GLAS—KRAFT, INC.

"PLYBAR PLUS II”

SLATERSVILLE, R.I.

BUILDING FOUNDATION DETAIL

CONTINUOUS (HORIZONTAL)
(3 EACH SIDE)

(N

SCALE: N.T.S.

# 5 CONTINUOUS AT
TOP, MID. & BOTT.

# 5 @ CORNERS AT
TOP & BOTT.

N

STRUCTURAL NOTES

1. LOADINGS:
FLOOR LIVE LOAD 150 PSF
ROOF SNOW LOAD 80 PSF
DEAD LOADS ACTUAL MATERIAL WEIGHTS
BASIC WIND SPEED 150 MPH

2. STRUCTURAL STEEL:

PIPE

STRUCTURE FINISH

ASTM A53 TYPE E OR S GRADE B, OR ASTM A501.
AFTER FABRICATION ACCORDING TO ASTM A123.

3. BUILDING FOUNDATION SYSTEM:

THE SUBSURFACE REPORT WAS PROVIDED BY TBD,

ALLOWABLE BEARING CAPACITY

DATED TBD.

DESIGN LOADS:
SEISMIC LOADS

SEISMIC DESIGN CATEGORY

OCCUPANCY CATEGORY

IMPORTANCE FACTOR

MAPPED SPECTRAL RESPONSE ACCEL.
Ss:
S1:

SPECTRAL RESPONSE COEFF.

SHORT PERIODS (SDS)
1 SECOND PERIODS (SD1)

DESIGN BASE SHEAR (V)
ANALYSIS BY BUILDING MANUFACTURER

DESIGN CODES
INTERNATIONAL BUILDING CODE (IBC) 2009
MINIMUM DESIGN LOADS FOR BUILDINGS AND OTHER

BLDG. FOOTINGS 2,000 PSF (ASSUMED)

THE CONTRACTOR SHALL EXERCISE GREAT CARE DURING EXCAVATION. THE
CONTRACTOR SHALL PREDETERMINE UTILITY LOCATIONS AND NOTIFY THE ENGINEER
IMMEDIATELY IF DEVIATION FROM PLANS EXIST.

THE SUBSURFACE REPORT IS NOT TO BE CONSIDERED AS A COMPLETE RECORD
OF THE EXISTING CONDITIONS AT THE SITE. THE CONTRACTOR SHALL VERIFY ALL

EXISTING SITE CONDITIONS,

INCLUDING SUBSURFACE CONDITIONS. THE CONTRACTOR

SHALL OBTAIN PERMISSION FROM THE OWNER PRIOR TO SITE ENTRY FOR THE
PURPOSE OF VERIFICATION OF EXISTING CONDITIONS.

FOUNDATION SUBGRADES SHALL BE HAND TRIMMED AND COMPACTED. ALL BACKFILL
TO BE COMPACTED TO 95% MAXIMUM DRY DENSITY IN ACCORDANCE WITH ASTM

D—-1557.

4. CONCRETE WORK:

CONCRETE CYLINDERS SHALL BE TAKEN AND TESTED BY A QUALIFIED CONCRETE
TESTING COMPANY. THE GENERAL CONTRACTOR SHALL PROVIDE THREE (3) CYLINDER
SAMPLES TAKEN PER TRUCK AND THE CONCRETE MUST MEET A 4" SLUMP. THE
GENERAL CONTRACTOR SHALL PROVIDE THREE (3) COPIES OF TESTING RESULTS TO
VERIZON WIRELESS CONSTRUCTION MANAGER. FAILURE TO PROVIDE WRITTEN
DOCUMENTATION WILL RESULT IN A DEDUCTION FROM THE CONTRACT. THE CONTRACTOR
WILL BE HELD RESPONSIBLE FOR ANY ADDITIONAL COSTS IN TESTING DUE TO DELAYS
BY THE GENERAL CONTRACTOR OR HIS SUBCONTRACTORS. USE AIR ENTRAINMENT IN

EXTERIOR SLABS.

SPECIFICATIONS

MATERIALS

— LATEST EDITION OF ACI-318
AS ADOPTED BY THE STATE OF
INDIANA

4" SLUMP

— BLDG. FOUNDATION
F'c = 4000 PSI

— REINFORCING
— ANCHOR BOLTS

ASTM AB15, GRADE 60
ASTM F1554 GRADE 60

REINFORCING COVERS — FOOTINGS
TOP 2"
BOTTOM/SIDES 3"

REINFORCING EMBEDMENT AND

LAP SPLICES (INCHES)

REGULAR
BAR SIZE LD SPLICE
#4 12 20
#5 15 26
#6 18 31
#7 23 39

CHAMFER TOP CORNERS OF ALL FOUNDATIONS (17)

5. BURIED CABLE LOCATIONS INFORMATION

CONTACT 48 HR. PRIOR TO DIGGING, GRADING, OR DRILLING 1-800-382-5544 OR 811

1" CHAMFER (TYP.)

L

TYPICAL CORNER

REINFORCING DETAIL

OUTSIDE EDGE OF
CONCRETE SLAB

STRUCTURES ASCE7-05
OSHA REGULATIONS

0.73
0.60

0.03(SDS)WI

-
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GPD GROUP,

Glaus, Pyle, Schomer, Burns & DeHaven, Inc,
520 South Main Street, Suite 2531
Akron, Ohio 44311
330-572-2100 Fax 330-572-2101
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250 E. 98TH STREET
INDIANAPOLIS, INDIANA 46240

GTE MOBILNET OF INDIANA LIMITED

PARTNERSHIP d/b/a VERIZON WIRELESS
<
verigon wirsless

DESCRIPTION
ISSUED FOR 90% REVIEW

09/18/14 | REVISED PER COMMENTS

08/22/14

A
B

REV.| DATE

STRUCTURAL SEAL

PREFABRICATED
EQUIPMENT BUILDING

NOTE:

CONCRETE BUILDING STOOP SHALL BE
PLACED AFTER EQUIPMENT BUILDING HAS
BEEN SET ON FOUNDATION. CONCRETE
STOOP SHALL BE CENTERED w/THE
BUILDING DOORS

1/2" PREMOLDED
EXPANSION JOINT MATERIAL

2 1/2” & 3/4” PVC CONDUIT
SLEEVES FOR SERVICE ENTRANCE
PER DETAIL 1 ON SHEET E-3

WWF 6x6 — W1.4 x W1.4

/ 6” CONCRETE SLAB
X

9" COMPOUND STONE

FINISHED GRADE

WEED BARRIER

BUILDING FOUNDATION

SCALE: N.T.S.

N \¥#5 BENT DOWELS

(247x24") @16"0.C.

(REINFORCING NOT -
SHOWN)

STOOP DETAIL 3

SCALE: N.T.S.

Knowwhats below. Call before you dig.

NOTICE TO CONTRACTOR

PER INDANA STATE LAW 1C-8~1-26=18, IT IS
AGAINST THE ITHOUT

LAW TO EXCAVATE

NOTIYING THE UNDERGY o
THO (2) WORKING DAYS BEFORE C

ROUND LOCATION SERVICE
OMMENCING WORK.

Z

AND NOTES

1071 HOSPITAL ROAD
FRANKLIN, IN 46131

GN FRANKLIN WEST
FOUNDATION DETAILS

l PROJECT MANAGER DESIGNER

DTC

|

JOB NO.
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T0 CRANE ———

CAN PICK UP BY
CABLE OR CENTER
OF SPREADER BAR

SPREADER BAR
(DESIGNED BY
OTHERS)

/—LENGTH DETERMINED BY OTHERS

FOR TEMPORARY STORAGE
OF SHELTERS, USE M.

4xk TMBERS DOWN LENCTH

OF SHELTER ONLY;

TYPCAL OF ALL SHELTER DESIGNS

ALL BUILDINGS MUST BE
LIFTED FROM ALL LIFTING POINTS

T0 CRANE ———

LENGTH DETERMINED
BY OTHERS \

CAN PICK UP FROM
CABLE OR CENTER
OF SPREADER BAR

LFTING BRACKET TYP.

DEPENDING ON HEIGHT

ALL BUILDINGS MUST BE OF BULDING
LIFTED FROM ALL LIFTING POINTS

SINGLE BUILDING SET UP PROCEDURE:

1. INSPECT BUILDING UPON DELIVERY FOR
DAMAGE DURING TRANSPORTATION.

2. REMOVE LIFTING BRACKETS FROM SHELTER.

3. CAULK AND GROUT BUILDING.

4. ATTACH TIE DOWN BRACKETS TO SHELTER
AND FOUNDATION USING ANCHOR BOLTS.

5. INSTALL AND CAULK ALL ACCESSORIES
(EXTERIOR LIGHT, CANOPY, ICE SHEILD,
VENT HOODS, GROUND BARS, ETC.)

6. INSPECT ROOF AND ROOF EDGE FOR DAMAGE
CAUSED BY OFFLOAD AND REPAIR IF NEEDED.

7. CLEAN INTERIOR AND COMPLETE ANY TOUCH

UP PAINTING AS NEEDED.

CHECK DOOR ALARM FOR PROPER OPERATION.

CHECK LIGHTING AND AIR CONDITIONING

FOR PROPER OPERATION.

10.  INSPECT COMPLETE BUILDING FOR COSMETICS.

BOTH SIDES OF BUILDING.

ALL BUILDINGS MUST BE
LIFTED FROM ALL LIFTING POINTS
(DOUBLE WIDE)

PICK UP_BUILDING
WITH THE CENTER
OF SPREADER BAR

SPREADER BAR,
BY OTHERS

ALL BUILDINGS MUST BE
LIFTED FROM ALL LIFTING POINTS
(ROOF LIFT)

MULTI-WIDE BUILDING SET UP PROCEDURE:

1. INSPECT BUILDING UPON DELIVERY FOR DAMAGE

DURING TRANSPORTATION.

REMOVE LIFTING BRACKETS FROM SHELTER.

ATTACH TIE DOWN BRACKETS TO SHELTER AND

FOUNDATION USING ANCHOR BOLTS.

4. INSTALL AND CAULK ALL ACCESSORIES (EXTERIOR
LIGHT, CANOPY, ICE SHIELD, VENT HOODS, GROUND
BARS, ETC.).

5. INSPECT ROOF AND ROOF EDGE FOR DAMAGE CAUSED
BY OFFLOAD AND REPAIR IF NEEDED.

6. INSTALL BACKER ROD AND CAULK EXTERIOR WALLS
AND ROOF.

7. INSTALL FLASHING ON ALL INTERIOR MOD. LINES.

8. MAKE ALL CONDUIT AND CABLE TRAY CROSSOVERS.

9 CLEAN INTERIOR AND COMPLETE ANY TOUCH UP
PAINTING AS NEEDED.

10.  CHECK DOOR ALARM FOR PROPER OPERATION.

1 CHECK LIGHTING AND AIR CONDITIONING FOR PROPER

OPERATION.

12. INSPECT COMPLETE BUILDING FOR COSMETICS.

2.
3.

Y
’IIIA
GPD GROUP,

Glaus, Pyle, Schomer, Burns & DeHaven, Inc,
520 South Main Street, Suite 2531

Akron, Ohio 44311

L | _ I ===y
T - 7 |

2" THICK FOAM TO BE PLACED UNDER
ENTIRE LENGTH OF BUILDING;

LONG SIDES ONLY.

TIE BUILDING DOWN TO TRAILER

AT EACH LIFTING LOCATION. F‘ ,,,,,,,,,,,,,,,

SPREADER BAR
(DESIGNED BY
OTHERS)

1 1/8% MAX.

A
LK
I;:/ CABLE TO LIFTING
BRACKET DETAIL

SPREADER BAR;
BY OTHERS

213
L e~ |
SPREADER BAR;
BY OTHERS
SPREADER BAR;
BY OTHERS
| el
e~ |
i
T
FOR TEMPORARY STORAGE
OF SHELTERS, USE MIN.
4x4 TIMBERS DOWN LENGTH
X OF SHELTER ONLY;
TYPICAL OF ALL SHELTER DESIGNS
END WALL

ALL BUILDINGS MUST BE
LIFTED FROM ALL LIFTING POINTS

OFFLOAD NOTES:

1.
2.

BUILDING SHALL BE OFFLOADED LEVEL.
ALL CABLES, SHACKLING, SPREADER BARS,
ETC. SHALL BE DESIGNED AND SUPPLIED
BY OTHERS.

ALL LIFTING PQINTS SHALL BE USED.

1 1/8" MAXIMUM DIAMETER FOR SHACKLES.
REMOVE BRACKET AFTER PLACEMENT OF
SHELTER AND INSTALL ANCHOR TIE-DOWN
PLATES (SHIPPED LOOSE INSIDE SHELTER)
AT EACH LOCATION.

OFFLOAD BUILDING WITH CABLES IN
VERTICAL POSITION. ANGLED POSITION
CABLES ARE NOT ACCEPTABLE.
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NEW VERIZON WIRELESS
11'-6" x 20'=0" A
PREFABRICATED RADIO

EQUIPMENT BUILDING
\ /

4” PVC TELCO CONDUIT W/ (2)
1 1/4" & (1) 1”7 INNERDUCTS
w/ PULL TAPE & TRACER WIRE

ICE BRIDGE

(4) ICE BRIDGE

FIELD CUT ICE BRIDGE FOUNDATIONS

CHANNEL AS REQUIRED
(TYP.)

(3) — 3"¢ STD. STEEL
PIPE GALVANIZED

ICE BRIDGE PLAN

SCALE: 3/8" = 1'-0"

NORTH

(2) — GPS ANTENNAS

FABRICATED AND
INSTALLED BY G.C.

4” PVC ELECTRIC CONDUIT H HH

CUT TO FIT
ICE SHIELD
& SUPPORT

10”

10'-0"

ICE SHIELD SUPPORT
POST & BRACKET.
PIROD INC. PART
#802225

DOUBLE LEVEL CHANNEL
PIROD PART #802264
CABLE SUPPORT

¢ SUPPORT

ICE SHIELD, PIROD INC.

PART #123242 (CUT TO FIT,

SEE PLAN THIS SHEET)

]\CAP ALL POSTS

NOTE: SEE NOTE ON
C—2 FOR GPS ANTENNA
LOCATION.

—MOUNTING HARDWARE
FURNISHED & INSTALLED
BY CONTRACTOR.

~——14" LONG 3" DIA. STD.
STEEL PIPE (GALV.)

4'—0" MIN. EMBED.

EMBED. (TYP.)

SUPPORT POST
MIN. 3'-0"

|

1'-0" ¢/C

{1
11
#4 TES @

ICE BRIDGE SECTION A

SCALE: 1/2”
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CONTRACTOR SHALL TOUCH UP
ALL DAMAGED SURFACES WITH THE
CENERATOR PROPER COLOR PAINT
12" CONCRETE SLAB (STEEL
=7 TROWEL, TRUE, SMOOTH AND
#4 BARS 12" 0.C. EACH LEVEL)
WAY (TOP AND BOTTOM)
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6" MIN. COMPACTED 6 MIL. POLYETHYLENE | b
GRANULAR BASE VAPOR BARRIER

127 MIN. WELL
COMPACTED CLEAN
SELECT FILL

VERIFY CONDUIT
PENETRATION LOCATION
W/EQUIPMENT INSTALLED

—INSTALL OVER ALL
DISTURBED AGGREGATE
AREAS

3

3

\ FOUNDATION CONDUITS

—VERIFY QUANTITY
W/EQUIPMENT INSTALLED

PAD FOUNDATION DETAIL N

SCALE: N.T.S.

NEW 2" PVC UNDERGROUND
GENERATOR FEED CONDUIT

NEW 1/2" PVC UNDERGROUND
LOW VOLTAGE CONTROL CONDUIT

NEW 1/2" PVC UNDERGROUND
BLOCK HEATER/BATTERY
CHARGER CONDUIT
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NOTE:

4” PVC UNDERGROUND FIBER
CONDUIT

— SEE DETAIL ON E-3 & E—4.
— SEE GENERAL NOTE 6 & 10
ON SHEET C-5

2" PVC UNDERGROUND ELECTRIC
CONDUIT w/PULLWIRE

— SEE GENERAL NOTE 6 & 10 ON
SHEET C-5

—SEE SHEET C—2 FOR CONTINUATION

CONTRACTOR TO
LOCATION OF EX
TOWER GROUND

ANTENNA GROUN

VERIFY
ISTING
RING

8—0" TALL WOOD FENCE

X—X—=X—X—X

D BAR

(4" x 24" x 1/4” THK.
NO ISOLATION) MOUNT

AT ANTENNA ARRAY

EXISTING 250" SE
SUPPORT TOWER

LF

POWER METER BOARD

STRUCTURE
— INSTALLED BY
CONTRACTOR

METER BOARD STRUCTURE
GROUND 2 AWG BARE
SOLID TINNED COPPER
(TYPICAL OF EACH POST)

ALL ABOVE GRADE GROUND LEADS TO
BE INSTALLED IN 3/4” SEAL-TITE &

CAULKED AT SHELTER.
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HLYON

NOTE 1:

1. CONTRACTOR SHALL FIELD VERIFY THE
LOCATION OF EXISTING GROUNDING PRIOR TO
TRENCHING.

2. CONTRACTOR SHALL MAINTAIN CONTINUITY OF
EXISTING GROUND RING BY SPLICING (VIA
CADWELD) ANY CUT OR BROKEN SECTIONS WITH
2 AWG SOLID TINNED COPPER TO EXISTING OR
NEW GROUNDING.

NOTE 2:

1. CONTRACTOR SHALL VERIFY THE LOCATION OF
ALL EXISTING UNDERGROUND UTILITY LINES PRIOR
TO ANY EXCAVATION.

2. CONTRACTOR SHALL HAND DIG IN THE VICINITY
OF ALL EXISTING LINES.

NOTE 3:
1. SEE SHEET E—2 FOR GROUNDING KEY NOTES

SUPPLIED BY MFR.)

/*fxxxxxx/w

— PREFABRICATED RADIO
EQUIPMENT BUILDING

—HALO FURNISHED WITH
PREFABRICATED RADIO
EQUIPMENT BUILDING

—IRDL IN

UNDERGROUND ELECTRIC CONDUIT
— SEE DETAILS ON SHEET E-3, & E—4
— SEE GENERAL NOTE 6 & 10 ON
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GROUNDING KEYED NOTES

ACCG

ACH:

BBO:

CEPSG:

CG:

CSG:

EER:

FG:

GGP:

GRE:

GG:

GVPG:

IBSG:

IRDL:

MGB:

MGN:

PGE:

TEG:

TGE:

TWG:

TWGG:

E.C. SHALL FURN. & INST. 1 — 2 AWG BARE SOLID TINNED COPPER GND. WIRE FROM THE
TWO HVAC UNITS CAGES TO (EER). CONNECTION TO HVAC UNITS CAGES SHALL BE MECHANICAL
AND CADWELD TO (EER).

E.C. SHALL FURN. & INST. 1 — 2 AWG BARE SOLID TINNED COPPER GND. WIRE FROM THE
TWO HVAC UNITS TO (EER). CONNECTION TO HVAC UNITS SHALL BE MECHANICAL AND
CADWELD TO (EER).

E.C. SHALL FURN. & INST. 2 AWG BARE SOLID TINNED COPPER GND. WIRE, ONE FROM
POWER CO. GROUND ELECTRODE (PGE) & ONE TELEPHONE ENTRANCE GROUND (TEG) BOTH
TO (EER). CONNECTIONS TO (PGE), (TEG) & (EER) SHALL BE CADWELD.

E.C. SHALL ATTACH THE GROUND BAR FOR THE COAX ENTRY PROTECTION SYSTEM (AS
MFG'D. BY "POLYPHASER CORP., AND SUPPLIED WITH THE BUILDING) TO THE EXTERIOR
ELECTRODE GROUND RING (EER) USING CADWELD. REFER TO THE GENERAL INSTALLATION
GUIDE AS SUPPLIED WITH SAID POLYPHASER ENTRY ASSEMBLY.

E.C. SHALL FURN. & INST. 2 — 2 AWG BARE SOLID TINNED COPPER GND. WIRE FROM THE
2 DOOR CANOPIES TO (EER). CONNECTION TO DOOR CANOPIES SHALL BE MECHANICAL AND
CADWELD TO (EER).

E.C. SHALL FURN. & INST. 1 — 2 AWG BARE SOLID TINNED COPPER GND WIRE FROM ICE
BRIDGE CHANNEL TO (EER). CONNECTION TO ICE BRIDGE CHANNEL AND (EER) SHALL BE
CADWELD.

E.C. SHALL FURN. & INST. 2 AWG BARE SOLID TINNED COPPER BURIED EXTERIOR ELECTRODE
GROUND RING (EER) BURIED AT 36" OR 6" BELOW FROST LINE (WHICHEVER IS GREATER)

E.C. SHALL FURN. & INST. 1 — 2 AWG BARE SOLID TINNED COPPER GND WIRE FROM NEW
FENCING TO GROUND RING (EER). CONNECTION TO FENCING SHALL BE AT THE BASE OF
FENCE POST USING CADWELD AND WEAVE GND. WIRE THRU FABRIC AND ATTACH TO TOP RAIL
WITH CADWELD. CONNECTION TO (EER) SHALL BE CADWELD.

E.C. SHALL FURN. & INST. 1 — 2 AWG BARE SOLID TINNED COPPER GND. WIRE FROM THE
GENERATOR GROUND POINT TO (EER). CONNECTION TO GENERATOR SHALL BE MECHANICAL
AND CADWELD TO (EER).

E.C. SHALL FURN. & INST. GROUND RODS TO 36" BELOW FINISH GRADE (OR 6" BELOW
FROST LINE, WHICHEVER IS GREATER) AT A MINIMUM SPACING OF 10°—0". CONNECTION TO
(EER) SHALL BE CADWELD.

E.C. SHALL FURN. & INST. 1 — 2 AWG BARE SOLID TINNED COPPER GND WIRE AT EACH
GATE POST AND PROVIDE GROUND WIRE TO BONDING JUMPER FROM GATE POST TO FENCE
POST.

NOT USED

E.C. SHALL FURN. & INST. 1 — 2 AWG BARE SOLID TINNED COPPER GND. WIRE FROM ICE
BRIDGE SUPPORT POST TO (EER). CONNECTION TO ICE BRIDGE SUPPORT POST & (EER) SHALL
BE CADWELD.

E.C. SHALL CONNECT EXISTING (SUPPLIED WITH BLDG.) 2 AWG BARE SOLID TINNED COPPER
GND WIRE DOWN LEAD FROM EXISTING BLDG. INTERIOR GND. HALO TO (EER). CONNECTION TO
(EER) SHALL BE CADWELD. ALSO EC SHALL SEAL ALL EXISTING WALL PENETRATIONS WITH
WATERPROOF SILICONE SEALANT.

MASTER GROUND BAR 2 LEADS (MGB) IS TO BE TIED TO EER DIRECTLY USING COMPRESSION LUGS
AND GREEN STRANDED CABLE THAT IS CALDWELD TO 2 AWG BARE SOLID TINNED COPPER GROUND
WIRE BEFORE EXITING THE BUILDING. THE ELECTRIC CONTRACTOR WILL NOT MAKE CONNECTION TO
THE MGB, BUT WILL PROVIDE SUFFICIENT CABLE LENGTH TO CONNECT TO THE MGB.

E.C. SHALL FURN. & INST. 2 AWG BARE SOLID TINNED COPPER CONDUCTOR FROM MAIN A/C
SERVICE DISCONNECT SWITCH NEUTRAL BUS BAR TO (PGE). CONNECTION TO (PGE) SHALL BE
CADWELD AND TO A/C SERVICE DISCONNECT SWITCH NEUTRAL BUS BAR SHALL BE MECHANICAL.

E.C. SHALL FURN. & INST. GROUND ROD (POWER GROUND ELECTRODE) AT 36" BELOW FINISH
GRADE (OR 6" BELOW FROST LINE, WHICHEVER IS GREATER).

E.C. SHALL FURN. & INST. 2 AWG BARE SOLID TINNED COPPER GND. WIRE (TELEPHONE ENTRANCE
GROUND) FROM (TGE) TO PLYWOOD TELEPHONE MOUNTING BOARD LOCATED ON BLDG. INTERIOR
WALL. CONNECTION TO (TGE) SHALL BE CADWELD AND LOOP AND ATTACH TO PLYWOOD BOARD.

E.C. SHALL FURN. & INST. GROUND ROD (TELCO GROUND ELECTRODE) AT 36" BELOW FINISH
GRADE (OR 6” BELOW FROST LINE, WHICHEVER IS GREATER).

E.C. SHALL FURN. & INST. 2 — 2 AWG BARE SOLID TINNED COPPER GND. WIRES FROM TOWER
WAVEGUIDE GROUND BAR (TWGG) TO (EER). CONNECTION TO (TWGG) SHALL BE CADWELD AND TO
(EER) SHALL BE CADWELD. SEE DETAIL DWG. E-3.

TOWER WAVEGUIDE GROUND BAR. SEE DETAIL DWG E-3.

GROUNDING NOTES

10.

ALL UNDERGROUND CONNECTIONS ON THE LIGHTNING PROTECTION SYSTEM SHALL BE EXOTHERMIC
WELDED USING THE CADWELD PROCESS. THE E.C. SHALL FURN. & INST. ALL THESE CONNECTIONS,
INCLUDING WELD METALS, MOLDS AND TOOLS. THE E.C. SHALL FURN. & INST. 5/8” x 10" COPPER
CLAD STEEL (COPPER JACKET 0.0012" MIN.) GROUND RODS, DRIVEN VERTICAL TO 36" BELOW FIN.
GRADE (OR 6" BELOW FROSTLINE, WHICHEVER IS GREATER) @ 10°-0" 0.C. MINIMUM.

THE E.C. SHALL FURN. & INST. 2 AWG BARE SOLID TINNED COPPER GND. WIRE AT A DEPTH OF 36"
BELOW FIN. GRADE FOR THE BUILDING (EER) AND ICE BRIDGE (CSG).

ALL EXTERIOR GND. CONNECTIONS SHALL BE EXOTHERMIC CADWELD.

ALL CRIMP LUG CONNECTIONS TO ALL GROUND BARS SHALL BE LUBRICATED WITH A CORROSION
INHIBITER ("OXY—GREASE”) OR APPROVED EQUAL.

UPON COMPLETION OF THE GROUNDING RING AND BEFORE BONDING TO THE EXISTING RING, THE
CONTRACTOR SHALL MEGGER TEST THIS GROUNDING FIELD. THE REQUIRED RESISTANCE LEVEL IS 5
OHMS OR LESS. THE E.C. SHALL NOTIFY THE ENGINEER IF THESE REQUIREMENTS ARE NOT ACHIEVED.
THE CONTRACTOR SHALL SUBMIT PRICING TO VERIZON WIRELESS FOR THE INSTALLATION OF
ADDITIONAL GROUND RODS REQUIRED FOR PROPER RESISTANCE. UPON APPROVAL FROM VERIZON
WIRELESS, THE CONTRACTOR SHALL INSTALL ADDITIONAL GROUND RODS AS REQUIRED. AFTER PASSING
TEST, THEN THE CONTRACTOR SHALL BOND THE NEW RING TO THE EXISTING RING. THE CONTRACTOR
SHALL NOTIFY VERIZON WIRELESS 48 HOURS PRIOR TO BACKFILLING TRENCHES, POURING CONCRETE
FOR FOUNDATIONS, TO INSPECT BONDS AND INSPECT ANY/ALL BREAKS AND REPAIRS TO THE
GROUND RING.

GROUND SYSTEM SHALL BE VISUALLY INSPECTED BY A VERIZON WIRELESS CONSTRUCTION ENGINEER
BEFORE BACKFILLING IF REQUESTED.

GROUND BARS SHALL BE 1/4" x 4” x 24" SOLID COPPER. PROVIDE TWO (2) LUG HOLES PER
VERIZON WIRELES STANDARDS.

BARE COPPER CONDUCTORS SHALL NOT BE INSTALLED WHERE THEY MAY BE IN CONTACT WITH
GALVANIZED METALS. THE CONDUCTORS SHALL BE INSULATED OR ENCLOSED IN PVC CONDUIT, PLASTIC
SEALTIGHT OR INSTALLED WITH STANDOFF SUCH THAT NO CONTACT BETWEEN DISSIMILAR METALS MAY
TAKE PLACE.

CONNECTION OF COPPER CONDUCTORS TO GALVANIZED METAL OR ALUMINUM SHALL BE AVOIDED.
BRASS OR STAINLESS STEEL LUGS OR BARS SHALL BE USED FOR THESE CONNECTIONS.

NO SHARP 90" BENDS SHALL BE USED. A LONG SWINGING RADIUS BEND REQUIRED.
ALL GROUNDING SHALL BE IN ACCORDANCE WITH VERIZON WIRELESS SPECIFICATIONS.

GENERAL ELECTRICAL NOTES

13.
14.

UNLESS NOTED OTHERWISE, ALL WORK ITEMS ON SHEETS E—-1, E-3 &
E—4 SHALL BE PERFORMED BY THE ELECTRICAL CONTRACTOR. ALL
WORK SHOWN AS NEW UNLESS NOTED EXISTING.

THE ELECTRICAL CONTRACTOR SHALL BE LICENSED TO PERFORM WORK
IN THE COUNTY OF THIS PROJECT AND SHALL BE RESPONSIBLE FOR
OBTAINING AN ELECTRICAL PERMIT FROM THE COUNTY.

UNDERGROUND CONDUIT SHALL BE SCH. 40 PVC PLASTIC DUCT WITH
ALL BENDS SHALL BE 2' RADIUS 90" SWEEP UNLESS OTHERWISE
NOTED ON DRAWINGS.

ALL WORK SHALL BE IN ACCORDANCE WITH N.F.P.A. AND N.E.C.
CODES, NEMA STANDARDS AND ALL LOCAL CODES.

PRIOR TO TRENCHING AND FOR COORDINATING OF THE TELEPHONE AND
ELECTRICAL SERVICES, SEE SHEET C—5 GENERAL NOTE #6 FOR UTILITY
CONTACT NAMES & PHONE NUMBERS.

ABOVE GRADE RISER CONDUIT SHALL BE RIGID SCH. 80 PVC WITH
MATCHING FITTINGS.

ALL WIRE SHALL BE COPPER, 600V THHN/THWN 90°C UNLESS NOTED
OTHERWISE.

THE CONTRACTOR SHALL ABIDE BY ALL GUIDELINES REQUIRED BY
VERIZON WIRELESS, INCLUDING BUT NOT LIMITED TO, a) STAGE
CONSTRUCTION AND REPORT WHEN ON AND OFF THE SITE. b) PROVIDE
LOG BOOK RECORDS OF PERSONNEL ON TOWER. c) PROVIDE R.F.
MONITORING DEVICES TO TOWER PERSONNEL. d) VERIZON WIRELESS TO
INSPECT ALL TRENCHING BEFORE BACKFILLING.

THE ELECTRICAL CONTRACTOR SHALL PERFORM ALL WORK SHOWN ON
THE CABINET DRAWINGS NOTED "FIELDWORK" OR OTHERWISE NOTED AS
WIRING TO BE COMPLETED IN THE FIELD.

THE ELECTRICAL CONTRACTOR SHALL VERIFY ELECTRICAL SERVICE
REQUIRED — 120/240V, SINGLE PHASE, 200 AMP BEFORE ROUGH IN.

. THE COPPER WAVEGUIDE ENTRANCE PANEL AT THE WAVEGUIDE

ENTRANCE PORT SHALL BE ASSEMBLED USING COPPER JOINT
COMPOUND AND BOLTED COMPRESSION CONNECTIONS. THE LOW
INDUCTANCE COPPER GROUNDING STRAPS ARE ATTACHED TO THE
EXTERIOR OF THE PANEL USING JOINT COMPOUND AND BOLTED TO THE
PANEL. THE CONNECTIONS OF THE GROUNDING STRAPS TO THE EARTH
ELECTRODE RING ARE VIA A SANDWICH BAR THAT IS COATED W/COPPER
COMPOUND (SEE GROUND STRAPS DETAIL ON THIS SHEET) AND BOLTED
TO THE STRAPS. THE SANDWICH BAR IS THEN EXOTHERMICALLY WELDED
TO THE 2 AWG SOLID BARE TINNED COPPER EARTH ELECTRODE
GROUND RING. THE SANDWICH BAR SHALL BE SOLDERED TO PREVENT
CORROSION OF THE CONNECTION WHEN IT IS BURIED IN THE GROUND.
ALSO IF SOIL CONDITIONS ARE HIGHLY CORROSIVE (SEE SOIL REPORT),
SPECIAL TINNED COPPER GROUNDING STRAPS SHALL BE USED AND ARE
AVAILABLE THROUGH CLIENT RECOMMENDED MANUFACTURERS.

. CONTRACTOR SHALL PROVIDE FIRE WATCH DURING ALL WELDING

OPERATIONS. TWO (2) HAND HELD 30 LB. FIRE EXTINGUISHER &
ADEQUATE WATER SUPPLY SHALL BE APPROVED BY THE CLIENT AND
THE TOWNSHIP WATER AUTHORITY.

SEAL ALL PENETRATIONS WITH SILICONE SEALANT.

ELECTRICAL WORK PRESENTS SPECIFIC THREATS TO THE HEALTH AND
SAFETY OF WORKERS ON SITE. SPECIFICALLY ELECTROCUTIONS ARE THE
FOURTH LEADING CAUSE OF DEATH ON CONSTRUCTION SITES. ALL
ELECTRICAL WORKERS SHALL HAVE CURRENT CERTIFICATIONS WHICH
SATISFY ALL TRAINING REQUIREMENTS FOR THE ELECTRICAL WORK THEY
ARE PERFORMING PER OSHA STANDARDS. ALL ELECTRICAL WORKERS
SHALL ADHERE TO ALL SAFETY RULES AND REGULATIONS FOR WORKER
AND PUBLIC SAFETY. ALL WORK SHALL BE PERFORMED BY QUALIFIED
ELECTRICIANS TRAINED FOR THE TYPE OF WORK AND THE VOLTAGES
PRESENT FOR EACH TASK. THE CONTRACTOR SHALL REVIEW ALL
LANDOWNER, PRIME CONTRACTOR, CARRIER, OSHA, NFPA 70, AND
LOCAL SAFETY GUIDELINES AND AT ALL TIMES SHALL CONFORM TO THE
MOST RESTRICTIVE OF THESE STANDARDS TO ENSURE A SAFE
WORKPLACE.
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DESCRIPTION | 7070 /0 —

LEGEND

ACCG AR CONDITIONER CAGE GROUND
ACH AR CONDITIONER GROUND
BBO BOND TO BURIED OBJECTS
CEPSG  COAX ENTRY PROTECTION SYSTEM GROUND
CG  DOOR CANOPY GROUND
CSG  CABLE SUPPORT GROUND
EER BURIED EXTERIOR ELECTRODE GROUND RING
FG FENCE GROUND
GEG  GENERATOR EXHAUST GROUND
GRE GROUND ROD ELECTRODE
GVLG GENERATOR VENT LOUVER GROUND
GVPG GENERATOR VENT PIPE GROUND
IBSG  ICE BRIDGE SUPPORT GROUND
IRDL  INTERIOR RING GROUND DOWN LEAD
MGB  MASTER GROUND BAR
MGN  MULTI—GROUND NEUTRAL
PGE POWER GROUND ELECTRODE
TEG TELCO ENTRANCE GROUND
TGE TELCO GROUND ELECTRODE
TWG TOWER WAVEGUIDE GROUND BAR GND. WIRE
TWGG  TOWER WAVEGUIDE GROUND BAR
e  CABLE TO CABLE CADWELD CONNECTION
CABLE TO GND. ROD CADWELD CONNECTION
B TEST WELL
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REFABRICATED RADIO
EQUIPMENT BUILDING WALL

CONDUIT TO Z00A SERVICE
o 1 e oD 00
STEEL CONDUIT RISER —

— INSTALLED BY BUILDING
MANUFACTURER

E.C. SHALL FURNISH

E.C. SHALL FURNISH & INSTALL

3 — 3/0 AWG, 1 — 4 AWG GND
E.C. SHALL PROVIDE \
SLIPFITTER IF REQUIRED

BY LOCAL JURISDICTION

| ———MGN(MULTI-GROUND NEUTRAL)

|

3/4” PVC CONDUIT SLEEVE
THROUGH CONCRETE STOOP FOR
MGN (MULTI-GROUND NEUTRAL)

2 1/2” PVC CONDUIT SLEEVE
CONDUIT BRACKET (TYP.) /;nggstHR Cé)glNCDRE‘TTE STOOP FOR

6" CONCRETE STOOP ‘\

PLASTIC TO STEEL
FEMALE ADAPTOR
FURNISHED & INSTALLED
BY E.C.

D aVaVal
E.C. SHALL FURNISH & INST,
(3) 3/0 AWG AND
(1) 4 AWG GND. IN 4”8 PVC
CONDUIT FROM PREFABRICATED
RADIO EQUIPMENT BUILDING TO
METER BOARD STRUCTURE

4" 70 3" & 3" TO 2"
PLASTIC REDUCERS
FURNISHED & INSTALLED
BY E.C.

TO METER BOARD
STRUCTURE

EER (SEE E-1)

T~ POWER GROUND

ELECTRODE (PGE)

SERVICE ENTRANCE DETAIL

SCALE: N.T.S.

(1

5/8-11 X 1”
H.H.C.S. BOLTS _—

5/8” LOCKWASHERS 7/16" (TYP.)

COPPER GROUND BAR,
(1) — 1/47 x 4" x
24"

ANTENNA GROUND BAR

SCALE: N.T.S.

WALL MOUNTING

BRACKET \

5/8-11 X 1"
/H.H.c.s, BOLTS
S
5/8" LOCKWASHERS/ 7/16" (TYP.)
COPPER GROUND BAR,
(1) = 1/4" x 4" x

24"
INSULATOR

TOWER WAVEGUIDE
GROUND BAR (TWGG)(CEPSG)

SCALE: N.T.S.

(7

NOTE:

VERIFY UTILITY ENTRANCES WITH
BUILDING MANUFACTURER BEFORE

POURING FOUNDATION.

3/4" PLYWOOD TELCO
BOARD

2" PVC TELCO ENTRANCE
THROUGH PREFABRICATED
RADIO EQUIPMENT BUILDING
WALL BY BUILDING

MANUFACTURER \r

PREFABRICATED RADIO
EQUIPMENT BUILDING

w/BUILDING
SUPPLIER

[HiE

‘4‘@‘4V‘ER\FY HEIGHT

o
o&

3" PVC, RADIUS ELBOW
4"¢ 7O 3"¢ PVC REDUCER —————_|

47¢ PVC CONDUIT WITH (2)
11/47 & (1) 17

2" RGS CONDUIT w/LB
FITTING TO THRU WALL FEED

TELCO SERVICE, FURN. &

INST. BY E.C.

SLEEVE IN PREFABRICATED

BUILDING WALL

2" PVC CONDUIT
1”0 PVC CONDUIT

TEG

FINISHED
/ GRADE

INNERDUCTS CONDUIT 36
DEPTH WITH PULLTAPES AND

EE DETAIL

TRACER WIRE IN CONDUITS,
RUN ENTIRE LENGTH TO
HOFFMAN BOX ON H—-FRAME

1 ON S—1

TELEPHONE CONDUIT ENTRANCE DETAIL

TELEPHONE ENTRANCE GROUND

(TEG) TO TELCO GROUND ELECTRODE

E.C. TO FURNISH & INSTALL TEG
(TELCO SERVICE GROUND) IN 1" ¢ PVC
TO TGE (TELCO GROUND ELECTRODE)

TO HOFFMAN BOX ON
UTILITY H—FRAME

(3N

8" SCH. 40 PVC
W/COUPLING AND PLUG

FINISHED GRADE

GROUND TEST WELL DETAIL

SCALE: N.T.S.

GROUND LOOP
7/TAP

GROUND RING

CADWELD
CONNECTION (TYP.)

FILL BOTTOM OF ENCLOSURE
WITH CLEAN WASHED STONE

(4N

SCALE: N.T.S.

(2) GPS ANTENNA \Q

1.9"8 x 24" GALV.
MOUNTING PIPE (TYP
—INCLUDED WITH KIT

ICE BRIDGE POST ——— |

(2) GPS ANTENNA
MOUNTING KIT

(VALMONT P/N 81841)\

GPS ANTENNA
CABLE (TYP.)

GPS MOUNT DETAIL

5{7

-

12" MIN. ABOVE ROOF
(+£12’ ABOVE COMPOUND GRADE)

P

SCALE: N.T.S.

2 AWG SOLID TINNED
COPPER CABLE

ICE BRIDGE STRUCTURE

COAX ENTRY PROTECTION SYSTEM
(AS SUPPLIED WITH BUILDING)

NOTE:
GR

OUNDING RING DOES NOT PENETRATE
SHELTER, TOWER OR ICE BRIDGE FOUNDATIONS

REFER TO

ELECTRICAL SITE PLAN

YO

PREFABRICATED RADIO
< EQUIPMENT BUILDING

SELF SUPPORT TOWER

/—CADWELD (TYP.) BY E.C.

| ——SO CHORD FOR TOWER LIGHTING
— PROVIDED BY VERIZON
WIRELESS

— INSTALLED BY CONTRACTOR

\COAX (FURN & INST.

BY OTHERS).

T~ TowER wAVEGUIDE
GROUND BAR (TWGG)

2 AWG SOLID TINNED
- COPPER GROUND LEAD
(TWG). (IN TWO 3/4”
PVC CONDUITS)

/TBG

INTERIOR/EXTERIOR GROUNDING DETAIL

N—Z AWG SOLID TINNED

COPPER GROUND RING
(EER)

(6

SCALE: N.T.S.

200A, 240/120V
RATED CONDUCTORS
(FURNISHED &

&

SERVICE

(FURNISHED & INSTALLED

BY UTILITY CO.)

/ (FURNISE

| ———(1) 2" PVC CONDUIT WITH
INSTALLED BY b

UTILITY CO.)

2 AWG GROUND
(FURNISHED &

INSTALLED BY
CONTRACTOR) \TE[M
(3) 3/0 AWG, (1)

4 AWG G.—4"C

(FURNISHED &

INSTALLED BY

CONTRACTOR)

NN

T — =

(3) 3/0 AWG, (1) ‘
4 AWG G.—4"C

(FURNISHED & ‘
INSTALLED BY

CONTRACTOR) 4#’—'<

INTEGRATION LOAD ‘
CENTER

(FURNISHED j
w,/BUILDING)

L

PULLWIRE
INSTALLED

(FURNISHED &
BY CONTRACTOR)

VERIZON WIRELESS METER
(METER FURNISHED &

INSTALLED

200A, 2P,

BY UTILITY COMPANY)

1¢, 240V, NEMA 3R

FUSIBLE DISCONNECT SWITCH

w/ 200A

FUSES

200A AUTOMATIC
TRANSFER SWITCH

(FURNISHED w,/BUILDING)

(3) 3/

0 AWG, (1) 4 AWG G.—2"C

(FURNISHED w/BUILDING

f ‘J\ZOOA CIRCUIT BREAKER

(FURNISHED w,/GENERATOR)

"\ZOOA GENERATOR

(FURNISHED w,/BUILDING)

200A ELECTRIC
DISTRIBUTION PANEL
(FURNISHED w,/BUILDING)

PREFABRICATED RADIO
EQUIPMENT BUILDING

ONE LINE DIAGRAM

(7

SCALE: N.T.S.

&

> /N

GPD GROUP.

Glaus, Pyle, Schomer, Burns & DeHaven, Inc,
520 South Main Street, Suite 2531
Akron, Ohio 44311

330-572-2100 Fax 330-572-2101
Copyright; Glaus, Pyle, Schomer, Burns & DeHaven, Inc. 2013
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STD PIPE CAP
(GALV)

1/2"8 GALV. U-BOLT

OR UNISTRUT PIPE

CLAMP (TYP)
— DRILL HOLES AS
] REQD
= —
LA 2000 HEAVY DUTY
o3 UNISTRUT (TYP)
= —
37 SCH. 40 GALV.
/P\PE (TYP)
~
L 4
il s O = e e M e
== T T TR
i #2 SOLID GROUND
T CONDUCTOR (TYP)
o It
E | |
4
REIRN
i } }4 1 6 pLAN
: CONC. PIER CADWELD (TYP)
Y (TYP. OF 3)

METER BOARD STRUCTURE

1

SCALE: 1/2"

fl

= =
200A, 240 VAC, 14, 3W
NEMA 3R METER BASE ————— | |
Y

= pe=| @ = =
200A, 2P, 14, 240V NEMA 3R ! /GROUND METER BASE ENCLOSURE
FUSED SERVICE ENTRANCE 2 7] WITH A 2 AWG BARE SOLID
RATED DISCONNECT SWITCH TINNED COPPER TO
w/ 200A FUSES I GROUND RING IN

3/4” PVC CONDUIT

GROUND SERVICE DISCONNECT

ENCLOSURE w/ A 2 AWG BARE o =
SOLID TINNED COPPER TO
GROUND RING IN 3/4" CONDUIT =7

i1/l

2 AWG SOLID GROUND =

CONDUCTOR (TYP) o = [ [

4" PVC POWER CONDUIT TO
EQUIPMENT SHELTER
W/DETECTABLE

PULL TAPE

\2" SCH. 40 PVC CONDUIT TO

ELECTRIC SERVICE SOURCE

METER BOARD STRUCTURE—ELECTRIC SIDE

(2

SCALE: 1/2" = 1'=0” E—4

GALVANIZED UNISTRUT WITH
RUBBER CAPS ON THE ENDS

3" GALVANIZED
POSTS w,/CAPS
(TYP. OF 3)

TO SITE GROUND
RING

METER BOARD STRUCTURE GROUND

\—GROUND ROD

(TYP.)

NEAREST FENCE AND CADWELD

2 AWG SOLID GROUND +6"
ABOVE BOTTOM OF METER
BOARD FASTEN w/UV RATED
PLASTIC FASTENERS @ 24"
CTRS. (TELCO GROUND)
TAKE GROUND WIRE TO

aQ

GROUND

PLAN

MATCH EXISTING

[T
EXISTING GRADE _— mm

TRENCHING AND BACKFILLING BY f,/
G.C. (SEE GENERAL NOTE 6 &10 E e
ON DWG. C-5) bz ™

6 AWG SOLID
GROUND WIRE

WARNING TAPE @ 12" BURIAL .

2 AWG SOLD w/+10'—0" ‘:“:
LONG TAIL AT THIS i
LOCATION FOR ELECTRIC =

=l
Hgmi”tFCLEAN BACKFILL

(3) 3/0 AWG, (1) 4 AWG
GND, IN 4" PVC CONDUIT

/3

SCALE: N.T.S.

CORNER
FENCE POST

/ WOOD FENCE

2 AWG TINNED SOLID BARE
COPPER WIRE CADWELD TO
EXTERIOR HALO GROUNDING

FINISH_GRADE

2 AWG TINNED SOLID BARE
COPPER WIRE

—EXTEND TO OPPOSITE
FENCE POST

FENCE GROUNDING DETAIL

MAN

5/8” DIA. GROUND ROD
CADWELD TO GROUND RING.

A

SCALE: N.T.S.
(M9 FENCE POST
GATE FRAME\ .

CADWELD

CONNECTION
CATE JUMPER 2
AWG WELDING CABLE

A
FINISH_GRADE

GATE GROUNDING DETAIL

/5

SCALE: N.T.S. E—4

GRADE
e s s e =

CADWELD\

GROUND RING 2 AWG

/BCW (TINNED)

GROUND ROD DETAIL

GROUND ROD
/COPPERWELD 5/8%8 x

10'—0" LONG

NOTE; 10°-0" MIN. SPACING
S

v BETWEEN ROD!

SCALE: N.T.S. E—-4

\E:y TRENCH SECTION DETAIL

SCALE: N.T.S. E—4

MATCH EXISTING

[T
EXISTING GRADE _— H\,

TRENCHING AND BACKFILLING BY -
G.C. (SEE GENERAL NOTE 6 &10 E
ON DWG. C-5) =

WARNING TAPE @ 12" BURIAL

4” PVC CONDUIT w (2)
11/47 & (1) 17
INNERDUCTS WITH
PULLTAPES AND TRACER
WIRE (TELCO CABLES
BY TELEPHONE Co.)

Ny

6 AWG SOLID
GROUND WIRE

TRENCH SECTION DETAIL /8

SCALE: N.T.S. E—4

MATCH EXISTING

exisTNG GRApE ———— T I

TRENCHING AND BACKFILLING e =
BY G.C. (SEE GENERAL NOTES =
6 & 10 ON DWG. C—5) E

4" PVC CONDUIT w (2)

’ =N 11/4" & (1) 1

WARNING TAPE @ 12" BURIAL 7u/ e ‘NNE/RDUCTS( v)mH
CLEAN BACKFILL T T PULLTAPES AND TRACER

=] g = WIRE (TELCO CABLES

M:/’o il _  BY TELEPHONE Co.)
2" PVC CONDUIT = — S|z
w/PULLWIRE ===
CONDUCTORS BY L e
ELECTRIC COMPANY -

TRENCH SECTION DETAIL /9
SCALE: N.T.S. E—4

NOTES:

1. ELECTRICAL SERVICE SHALL BE RATED 200A, 240/120V, 1@, 3W. COORDINATE W/LOCAL UTILITY
COMPANY PRIOR TO ORDERING AND INSTALLATION.

2. CONNECT NEUTRAL TERMINAL IN DISCONNECTING DEVICE TO GROUNDING ELECTRODE. (6 AWG GROUNDING
ELECTRODE IN 3/4" PVC CONDUIT)

3. E.C. SHALL VERIFY SUFFICIENT CAPACITY EXISTS AT EXISTING METER CENTER. NOTIFY ENGINEER
IMMEDIATLY IF SERVICE IS NOT ADEQUATE.

4. REFER TO ELECTRICAL SITE PLAN FOR CONDUIT AND WIRE REQUIREMENTS.

5. ALL LABELING MUST BE ENGRAVED PLASTIC LABELS ONLY, NO P-TOUCH LABELS ARE TO BE USED.

6. ALL EQUIPMENT SHALL BE GROUNDED PER LATEST EDITION OF NEC AND AS INDICATED ON GROUNDING
PLAN.

7. ELECTRICAL EQUIPMENT SHALL BE MIN 3'—0" FROM ANY STRUCTURE AND AS REQUIRED BY LOCAL
UTILITY COMPANIES.

8. 2 AWG BARE SOLID TINNED COPPER WIRE LEADS FROM NEW H-FRAME STRUCTURE TO BE BONDED TO
EXISTING GROUNDING SYSTEM (TYP)

9. ALL METALLIC CABINETS & ENCLOSURES MUST BE GROUNDED WITH 2 AWG TO GROUND RING OR BY
MECHANICAL CONNECTION TO METAL BACKBOARD.

10. ALL ABOVE GRADE GROUND CONNECTIONS SHALL BE IN 3/4" NONMETALLIC FLEX CONDUIT.

11. ALL HARDWARE USED MUST BE GALVANIZED OR STAINLESS STEEL, NO ZINC OR OTHER MATERIAL IS TO
BE USED.

Y
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250 E. 98TH STREET
INDIANAPOLIS, INDIANA 46240

GTE MOBILNET OF INDIANA LIMITED
PARTNERSHIP d/b/a VERIZON WIRELESS
<
verigon wirsless

DESCRIPTION

0 |11/05/13| FINAL CONSTRUCTION DRAWINGS

REV.| DATE

PAD & PIER FOUNDATION /1) PAD & PIER FOUNDATION /2

SCALE: N.T.S. W SCALE: N.T.S. TW—-1

FOR
REFERENCE
ONLY

GN FRANKLIN WEST
1071 HOSPITAL ROAD
FRANKLIN, IN 46131
TOWER DETAILS
(REFERENCE ONLY)
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FOUNDATION NOTES 20 TOWER ELEVATION /3 TW=1

SCALE: N.T.S. TW-1 SCALE: N.T.S. W
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TOWER SECTION DETAIL

R

SCALE: N.T.S.

TOWER SECTION DETAIL

3

SCALE: N.T.S.

TOWER SECTION PARTS

2

SCALE: N.T.S.

TOWER SECTION PARTS

4

SCALE: N.T.S.

T
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TOWER CAISSON PIER

SCALE: N.T.S.

TOWER NOTES

SCALE: N.T.S.

TOWER LOADINGS

SCALE: N.T.S.
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APPROXIMATE

RIGHT OF
_ N WAY (TYP.)
e B BN AV N BN APt A BN RS A BN RPN B BN RPN Bt B B A sy et 0 v 34— AP 84— A 5PV e
. ___ __ _APPARENT PROP. __ _ _
EXISTING EDGE OF PAVEMENT
N N
o
| N
o
- ¢ — STATE HIGHWAY 38 — € -
e ©
60'—0 [ .
o
— N
o
o~
EXISTING EDGE OF PAVEMENT
"~ TAPPARENT |PROP. T N 5 T T T T T T e e — T
SO P O S TSV VR SN
. N \ \
K g APPROXIMATE
B 4 \ RIGHT OF
P WAY (TYP.)
T \
o
o IN ) s o o\ - -
L] et
20'-0 PROPOSED ASPHALT DRIVE APPROACH \ EfgvyNUGNED‘TCH
- *1654/SYD HMA SURFACE TYPE B ON
5 *2754/SYD HMA INTERMEDIATE TYP B ON \
© *880#/SYD HMA BASE TYP B ON S
PROPOSED 15" DI *SUBGRADE TREATMENT TYPE lliA \&,
CMP w/END SECTIONS @
(28’ MIN. LENGTH) 7
SILT FENCE

—EXTEND MIN. 3'-0"
BEYOND LIMITS OF
PROPOSED APPROACH

-0

APPROACH

20’

PROPOSED STONE AGGREGATE TAPER
AS NEEDED TO MATCH EXISTING
ACCESS DRIVE (TYP. BOTH SIDES)

PROPOSED 12" WIDE
AGGREGATE ACCESS DR\\/E/

INDOT CLASS |V_APPROACH

<
SCALE: 17 = 10° %
&
(@)
Z
500’ 400° 300° 200° 1007 o’ o’ 1007 200° 300° 400° 500’
VS VA R VR VR VU VA R T e e Lt RN VA Y VI VY VY VR Y VR Ry
| J—
T T T T T TR TR T T T e T T R J T P D D T e e e D e e s e
:EX\ST\NG FLOWLINE > KEX‘ST‘NG FLOWLINE EXISTING APPARENT
2 RIGHT OF WAY

PROPOSED INDOT
CLASS IV ASPHALT
DRIVE APPROACH
—SEE DETAIL ON
THIS SHEET

EXISTING CROSS
DRAIN w/CONCRETE
HEADWALLS

\PROPOSED 12" WIDE

AGGREGATE ACCESS
DRIVE

500" FRONTAGE STRIP _PLAN

SCALE: 1" = 100’ %/
(©)
7

<
5 \ PROPOSED 20" WIDE \ K

ASPHALT ACCESS DRIVE \/.0

500’

G

below. Call before you dig.

NOTICE TO CONTRACTOR
PER INDANA STATE LAW IC—8~1-26-18, IT IS
AGAINST THE LAW TO EXCAVATE WITHOUT
NOTIFYING THE UNDERGROUND LOCATION SERVICE
THO (2) WORKING DAYS BEFORE COMMENCING WORK.

500’ 500’ 200 500 500 500

:R/u:k/u:k/u:j@ R R

[V va— v )

L
200’ 100’

By v— v

RN R R R R R N RV —— R —

=P\
ST i

‘Q>,

@

—

2 EXISTING APPARENT
A

RIGHT OF WAY
\PROPOSED 12" WIDE

AGGREGATE ACCESS

PROPOSED INDOT
CLASS IV ASPHALT
DRIVE APPROACH
—SEE DETAIL ON
THIS SHEET

DRIVE
LEGEND
@ ROAD WORK AHEAD <4> END ROAD WORK
@ ONE LANE ROAD AHEAD r FLAGHAN
@ FLAGMAN AHEAD ° CHANNELIZING DEVICES
(TRAFFIC CONES, BARRELS,
ETC.)

TRAFFIC CONTROL

N.T.S. %/
(@)
Z

> /N
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LANDSCAPE
BUFFER

N

.

|

Its}

S

O~

= |

[=]

12

©

NEW METAL LANDSCAPE
EDGING AT PERIMETER OF
LANDSCAPE BUFFER

LANDSCAPE
BUFFER

L5'—O" 10'-0" O.C.

A f ™)

(2N o
6" TALL MIN. EVERGREEN
NV

\ VERIZON WIRELESS

11°—6"x25"-5.5"

TREES PLANTED 10'-0" O.C.

IN +10° WIDE CONTINUOUS
LANDSCAPING STONE BED
(TYP. OF 25)

194’ TALL MONOPOLE TOWER

PREFABRICATED RADIO

EQUIPMENT BUILDING

LANDSCAPE PLAN

R

SCALE: 1/8" = 1'=0" L—1

_—TELCO
PEDESTAL

HLYON

T~ pap MOUNTED

TRANSFORMER

LANDSCAPING CONTRACTOR NOTES

N

[

~

o

o

~

oo

©

. THE CONTRACTOR SHALL VISIT THE SITE & BECOME COMPLETELY FAMILIAR WITH ALL EXISTING CONDITIONS AND EROSION CONTROL MEASURES

PRIOR TO STARTING WORK.

. THE CONTRACTOR SHALL FURNISH ALL LABOR AND MATERIALS COMPLETE IN ACCORDANCE WITH THE DRAWINGS AND SPECIFICATIONS.
. THE CONTRACTOR SHALL COMPLY WITH ALL BUILDING CODES, INSPECTIONS AND SAFETY REGULATIONS, AND PROVIDE ALL NECESSARY PERMITS.

THE CONTRACTOR SHALL HAVE ALL NECESSARY LOCAL, STATE & FEDERAL LICENSE REQUIRED. UPON REQUEST, THE CONTRACTOR SHALL SHOW
EVIDENCE OF WORKERS COMPENSATION COVERAGE AND LIABILITY POLICY.

. THE CONTRACTOR SHALL GUARANTEE ALL PLANTS TO BE IN A HEALTHY, VIGOROUS CONDITION (INCLUDING WATERING AND UPKEEP) FOR A

PERIOD OF ONE (1) YEAR FOLLOWING ACCEPTANCE BY OWNER AND/OR PROJECT REPRESENTATIVE. THE CONTRACTOR SHALL REPLACE WITHOUT
COST TO OWNER, ANY DEAD OR UNACCEPTABLE PLANTS.

. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND UTILITIES AND PERFORM WORK IN A MANNER WHICH WILL AVOID

POSSIBLE DAMAGE; HAND EXCAVATE AS REQUIRED.

ALL LANDSCAPE/PLANTING AREAS SHALL HAVE PROPER DRAINAGE THAT PREVENTS EXCESS WATER FROM STANDING AROUND TREES AND
SHRUBS. IT IS INTENDED THAT THIS SITE WILL MATCH EXISTING GROUND ELEVATIONS AND WILL MAINTAIN EXISTING DRAINAGE PATTERNS WHERE
APPLICABLE.

. THE CONTRACTOR SHALL PROVIDE PLANT MATERIAL OF THE SIZE & TYPE SPECIFIED, IF SUBSTITUTIONS ARE PROPOSED, THEY MUST BE

APPROVED BY CROWN CASTLE. ALL PLANT MATERIAL SHALL BE FREE OF DISEASE, INSECTS AND DEFECTS SUCH AS BUT NOT LIMITED TO
KNOTS, SUN—SCALD, INJURIES, ABRASIONS AND DISFIGUREMENT. APPROVAL OF PLANT MATERIAL AT THE SOURCE DOES NOT ALTER THE RIGHT
OF REJECTION AT PROJECT. ALL PLANT MATERIAL SHALL COMPLY WITH THE CURRENT ISSUE OF "ASSOCIATION OF AMERICAN STANDARD” FOR
NURSERY STOCK PUBLISHED BY THE "AMERICAN ASSOCIATION OF NURSERYMEN™.

. THE CONTRACTOR SHALL PROVIDE A FINISHED GRADE THAT SHALL BE REASONABLY SMOOTH, COMPACTED AND FREE OF ANY IRREGULAR

SURFACE CHANGE. THE CONTRACTOR SHALL SLOPE ALL PLANTING BEDS AND LAWN AREAS TO CAUSE RUN-OFF TO FLOW AWAY FROM BUILDING
AND PAVING.

. THE CONTRACTOR SHALL BACKFILL ALL PLANT MATERIAL WITH SHREDDED TOPSOIL AND THE SPECIFIED AMOUNT OF PEAT MOSS AS REQUIRED

FOR THE BED PREPARATION.

10. THE CONTRACTOR SHALL INSTALL METAL LANDSCAPE EDGING 12ga. 6" IN HEIGHT AND GREEN IN COLOR AROUND INTERIOR AND EXTERIOR

11,

PERIMETER OF LANDSCAPE BUFFER FOR STONE MULCH TO REST AGAINST.

THE LANDSCAPING CONTRACTOR SHALL USE SOME TYPE OF LANDSCAPING STONE (I.E. CREEK STONE, CRUSHED BRICK, ETC).

*THE FINISHED DEPTH OF STONE MUST BE AT LEAST 2" AND NO MORE THAN 3.

¢PRIOR TO STONING THE CONTRACTOR SHALL APPLY A PRE—EMERGENT HERBICIDE TO AID IN WEED CONTROL. READ WARNING LABEL BEFORE
APPLYING. WATER ALL TREES IMMEDIATELY OR WITHIN 16 HOURS AFTER INSTALLATION

¢ THE CONTRACTOR SHALL INSTALL GEOTEXTILE FABRIC AFTER APPLICATION OF PRE—EMERGENT HERBICIDE AND PRIOR TO STONE MULCH
INSTALLATION. SEE NOTE #7 ON SHEET C—-5 FOR GEOTEXTILE FABRIC.

SYMBOL QUANTITY PLANT NAME BOTANICAL NAME COMMENTS/SPECIFICATIONS
AUSTRIAN PINE 5 FEET HEIGHT MINIMUM
25 EVERGREEN TREE PINUS NIGRA (BALLED & BURLAPPED)

3

PINUS NIGRA
— AUSTRIAN PINE

AUSTRIAN PINE (PINUS NIGRA)
— BALL AND BURLAP

— PLANTED 10" ON CENTER
— MIN. 6'—0" HEIGHT

— SEE DETAIL THIS SHEET
— TYPICAL OF 25

LABELS AND TAGS TO BE
REMOVED AT PLANTING

ROOT COLLAR SHALL BE
LEVEL OR 1"—2" ABOVE
FINISHED GRADE

2"—4" SHREDDED HARDWOOD

2"-3" STONE MULCH IN
LANDSCAPE BUFFER
—PROVIDE METAL EDGING
AT LIMITS OF BUFFER

AND COMPOUND BARK MULCH
— KEEP MULCH 2"-3" FROM
TRUNK
o — 36" DIAMETER

SCORE SIDES OF
PLANTING PIT WALLS

PLANTING SOIL
—BACKFILL USING
EXISTING SOIL

ALL TRANSPORTATION MATERIALS
INCLUDING BASKET AND BURLAP
TO BE REMOVED

EXISTING SUBGRADE

—LEAVE SOIL UNDER BALL
UNDISTURBED TO SUPPORT ROOT
BALL AND REDUCE SETTLING

1.1/2 — 2 TIMES
"'SIZE OF BALL DIAMETER

NOTE:

CONTRACTOR SHALL GUARANTEE ALL NEWLY
PLANTED AND RELOCATED TREES FOR A
MINIMUM OF 1 YEAR AFTER COMPLETION OF
PROJECT. GUARANTEE SHALL BE FOR FULL
REPLACEMENT OF LOST PLANTS.

EVERGREEN TREE PLANTING 2

SCALE: N.T.S. L—1
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Glaus, Pyle, Schomer, Burns & DeHaven, Inc,
520 South Main Street, Suite 2531
Akron, Ohio 44311

330-572-2100 Fax 330-572-2101
Copyright; Glaus, Pyle, Schomer, Burns & DeHaven, Inc. 2013
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LANDSCAPING CONTRACTOR NOTES

Drawing Name: 0:\2013\2013736\FRANKLIN WEST\AE\CD\FRANKLIN WEST.dwg

September 18, 2014 3:11 PM - skirschner

1. THE CONTRACTOR SHALL VISIT THE SITE & BECOME COMPLETELY FAMILIAR WITH ALL EXISTING 520 South Main Street, Suite 2531
CONDITIONS AND EROSION CONTROL MEASURES PRIOR TO STARTING WORK. Akron, Ohio 44311
330-572-2100  Fax 330-572-2101
2. THE CONTRACTOR SHALL FURNISH ALL LABOR AND MATERIALS COMPLETE IN ACCORDANCE WITH THE Copyriah; lous, Py, Schomer, Burs & Detaven,In. 2013
DRAWINGS AND SPECIFICATIONS.
3. THE CONTRACTOR SHALL COMPLY WITH ALL BUILDING CODES, INSPECTIONS AND SAFETY REGULATIONS,
AND PROVIDE ALL NECESSARY PERMITS. THE CONTRACTOR SHALL HAVE ALL NECESSARY LOCAL, STATE 2
HOSPITAL ROAD & FEDERAL LICENSE REQUIRED. UPON REQUEST, THE CONTRACTOR SHALL SHOW EVIDENCE OF i
WORKERS COMPENSATION COVERAGE AND LIABILITY POLICY. 1;5
=2k o
EXISTING EDGE OF PAVEMENT 4. THE CONTRACTOR SHALL GUARANTEE ALL PLANTS TO BE IN A HEALTHY, VIGOROUS CONDITION ;‘i 3 g
(INCLUDING WATERING AND UPKEEP) FOR A PERIOD OF ONE (1) YEAR FOLLOWING ACCEPTANCE BY 28 © ¢
OWNER AND/OR PROJECT REPRESENTATIVE. THE CONTRACTOR SHALL REPLACE WITHOUT COST TO ‘E‘E s ¥
o OWNER, ANY DEAD OR UNACCEPTABLE PLANTS. Zi £z
- — w Iz
ASSUMED 20" R.O.W. - 5. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND UTILITIES AND PERFORM WORK o3 By
- — — - - — IN'A MANNER WHICH WILL AVOID POSSIBLE DAMAGE; HAND EXCAVATE AS REQUIRED. D S 3
Zo ok
a= z
6. ALL LANDSCAPE/PLANTING AREAS SHALL HAVE PROPER DRAINAGE THAT PREVENTS EXCESS WATER FROM @5 2
STANDING AROUND TREES AND SHRUBS. IT IS INTENDED THAT THIS SITE WILL MATCH EXISTING GROUND oc z
ELEVATIONS AND WILL MAINTAIN EXISTING DRAINAGE PATTERNS WHERE APPLICABLE. wE
21'-5" EE
NEW LEASE AREA 7. THE CONTRACTOR SHALL PROVIDE PLANT MATERIAL OF THE SIZE & TYPE SPECIFIED, IF SUBSTITUTIONS g
ARE PROPOSED, THEY MUST BE APPROVED BY CROWN CASTLE. ALL PLANT MATERIAL SHALL BE FREE
OF DISEASE, INSECTS AND DEFECTS SUCH AS BUT NOT LIMITED TO KNOTS, SUN—SCALD, INJURIES,
ABRASIONS AND DISFIGUREMENT. APPROVAL OF PLANT MATERIAL AT THE SOURCE DOES NOT ALTER THE
RIGHT OF REJECTION AT PROJECT. ALL PLANT MATERIAL SHALL COMPLY WITH THE CURRENT ISSUE OF
"ASSOCIATION OF AMERICAN STANDARD” FOR NURSERY STOCK PUBLISHED BY THE "AMERICAN
N ASSOCIATION OF NURSERYMEN".
NEW 7'—0” TALL CHAIN LINK o 8. THE CONTRACTOR SHALL PROVIDE A FINISHED GRADE THAT SHALL BE REASONABLY SMOOTH,
FENCE WITH 3 ROWS OF e COMPACTED AND FREE OF ANY IRREGULAR SURFACE CHANGE. THE CONTRACTOR SHALL SLOPE ALL z|s
BARBED WIRE ATOP 5 PLANTING BEDS AND LAWN AREAS TO CAUSE RUN—OFF TO FLOW AWAY FROM BUILDING AND PAVING. 'C:> @
— 8'—0” OVERALL HEIGHT = |@ N
- @82 LF. 7w 9. THE CONTRACTOR SHALL BACKFILL ALL PLANT MATERIAL WITH SHREDDED TOPSQIL AND THE SPECIFIED 7|z
° % AMOUNT OF PEAT MOSS AS REQUIRED FOR THE BED PREPARATION. 3|8
= S
s @ W |
NEW 6 TALL MIN. EVERGREEN /7 =) ol
TREES PLANTED 10'-0” O.C. ‘U < o
IN 10" WIDE CONTINUOUS £}
LANDSCAPE BUFFER 2
(TYP. OF 5) =
w3
P N ElS
s A <8
% V > o
5w r— —— — — — — — T Ca QUANTITY PLANT NAME BOTANICAL NAME COMMENTS /SPECIFICATIONS o <
| |
- <
’ N[ L]
o0 sere Y2 ‘ |: 5 E‘\/OERRV@RYEESNPRT%%E PICEA ABIES 6 FEET HEIGHT MINIMUM
= v
O (BALLED & BURLAPPED)
FUTURE CARRIER SHELTER i \
| - J[ 0
L J [ i : ————NEW VERIZON WIRELESS
Umnliesiosiinolinginbu 11°=6"x20'=0" PREFABRICATED
R TREZ R T AL KA R 2R 2 R TP R TR T KT Z IR T X ZZRZTRAZ R 2T KRR RADIO EQUIPMENT BUILDING CIVIL SEAL
(BUILDING DWGS. SUPPLIED PICEA ABIES
— % >‘< BY MANUFACTURER)
o . E =
10°-0 " EXISTING CONGRETE “ > NORWAY SPRUCE (PICEA ABIES) A =
NEW LEASE AREA 7 EQUIPMENT PAD | \ — BALL AND BURLAP T <
— < — PLANTED 10’ ON CENTER ™
| \ — MIN. 6’~0" HEIGHT LABELS AND TAGS TO BE ; OE —
< LNy ‘ — SEE DETAIL THIS SHEET REMOVED AT PLANTING qu. o
[ \}A ~_ >‘< — TYPICAL OF 27 Z z;'z L
> | ~ = =" O
/ \ \ o EXISTING CONCRETE 1+ | XoZ Z()
\ ~ i B ROOT COLLAR SHALL BE n3
EXISTING FENCED COMPOUND ‘ | \ 5 EQUIPMENT PAD = 2"-3" STONE MULCH IN LEVEL OR 1"-2" ABOVE Z ox | o
< by | LANDSCAPE BUFFER FINISHED GRADE < = a
> \ \ ~ . —PROVIDE METAL EDGING . ¥ —<
‘ ‘ \ \\ - >‘< AT LIMITS OF BUFFER 2"—4" SHREDDED HARDWOOD L Fn: Z
AND COMPOUND BARK MULCH S <
— KEEP MULCH 2"—3” FROM =2 |
TRUNK
— 36" DIAMETER ()
SCORE SIDES OF ALL TRANSPORTATION MATERIALS
PLANTING PIT WALLS INCLUDING BASKET AND BURLAP
PLANTING SOIL TO BE REMOVED [ 1sSUED FOR:
—BACKFILL USING \ PERMIT -~
LANDSCAPE PLAN 1 EXISTING SOIL EXISTING SUBGRADE
z 1/2 — 2 TIMES —LEAVE SOIL UNDER BALL ‘ BID -
= — S *S7E OF BA f UNDISTURBED TO SUPPORT ROOT
SCALE: 3/16" = 1'-0 L—1 z LL DIAMETER BALL AND REDUCE SETTLING .CONSTRUCTION -
I
\RECORD -
NOTE: l PROJECT MANAGER DESIGNER
CONTRACTOR SHALL GUARANTEE ALL NEWLY
PLANTED AND RELOCATED TREES FOR A ™ pTC
MINIMUM OF 1 YEAR AFTER COMPLETION OF
PROJECT. GUARANTEE SHALL BE FOR FULL
REPLACEMENT OF LOST PLANTS. JOB NO.
“NOTE: 2013736.13

oncr 10 conmeacron | TR A0 BetUAmANCE OF EVERGREEN TREE PLANTING / 2\

Y — S —— PROPERTY, SOIL, ETC. OUTSIDE OF L 1
GAINST THE LAW TO EXCAVATE WITHOUT THE STAKED LEASE AREA WITHOUT SCALE: N.T.S. \j 1
OUND LOCA |
-

AGAI
NOTIFYING THE UNDERGR TION SERVICE APPROVAL FROM VERIZON WIRELESS
TWO (2) WORKING DAYS BEFORE COMMENCING WORK. CONSTRUCTION MANAGER
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