4-'Annabelle' Hydrangea @ 5'o.c.

1-'Skyline' Honeylocust

S30°42'18"E
62.57'

3-'Annabelle' Hydrangea @ 5' o.c.

1-'Skyline' Honeylocust 1-Zumi Crabapple

3-'Annabelle"Hydrangea @ 5' o.c.

3-'Annabelle" Hydrangea @ 5' o.c.

29-'Big Blue' Liriope @ 1' o.c.

1-Zumi Crabapple

10-'Karl Foerster' Feather
Reed Grass @ 2' o.c.

3-"Annabelle' Hydrangea @ 5' o.c.

9-'Bluepoint' Juniper @ 6' o.c.

1-'Skyline' Honeylocust

DO NOT DAMAGE OR

CUT LEADER

2 T-RAIL IRON STAKES, 1.5” X 1.5" X 0.2”
(38 X 38 X 5MM) 8'—2.4” (2500MM) LONG.

TREE TRUNK, WITH ONE ON SIDE OF

l /LOCATED STAKES 7.87" (200MM) AWAY FROM
i PREVAILING WINDS

D 0.5” (13MM)8 PLASTIC HOSE

\FASTEN TRUNK TO STAKES WITH TREE RING, OR
0.14" (3.6MM) (9 GA.) GALVANIZED WIRE IN

O I CROWN OF ROOT BALL SHALL BEAR SAME RELATION

MULCH

Fl

6"(150MM) 6”"(150MM)

B&B ROOT BALL

SCARIFY PIT BOTTOM

SPECIFICATIONS:

WATER THOROUGHLY AFTER INSTALLATION.
REMOVE TREE RINGS AND STAKES TWO YEARS AFTER INSTALLATIONS
PROVIDED DRAINAGE FOR PLANTING PIT IN IMPERMEABLE SOIL.

Al

CREATE SAUCER AROUND TREE

NISHED GRADE

(MINIMUM 6"

DO NOT DAMAGE MAIN ROOTS OR DESTROY ROOT BALL WHEN INSTALLING TREE STAKE.

TOPSOIL MIX, TOP 6" OF SOIL TO BE A 50/50 MIX OF NATIVE SOIL AND GENERAL PLANTING MIX.

CONIFEROUS TREE PLANTING DETAIL

TO FINISHED GRADE AS IT DID TO PREVIOUS GRADE

CUT AND REMQVE TOP 1/3 OF BURLAP FROM ROOT BALL

COMPACTED TOP SOIL MIX AS SPECIFIED BELOW

SYMBOL LEGEND

CANOPY TREE
ORNAMENTAL TREE

o

ORNAMENTAL GRASS/PERENNIAL@ @

SHRUB

HARWOOD MULCH

EXISTING TREE

OO0
]

GENERAL NOTES

Q 20' 40'
SCALE: 1" =20'

PLANT MATERIAL SHALL BE SELECTED AND INSTALLED TO COMPLY WITH THE FOLLOWING REQUIREMENTS:

1. LANDSCAPE MATERIALS SELECTED SHALL BE APPROPRIATE TO LOCAL GROWING AND CLIMATE

260.1 (CURRENT EDITION) AMERICAN ASSOCIATION OF NURSERYMEN, INC.

N

}// 1/2” DIA. BLACK
v\\k) | /// . / PLASTIC HOSE

1/8" (NO.11 GA.)

\\\ GALV. WIRE, COIL
\ < YA EACH END TIGHTLY
2 *7~/,
p- ) \ /Z E ENLARGED DETAIL
O \ ' TRIM BRANCHES TO REMAIN NATURAL FORM OF TREE C.
L3 USE APPROVED TREE DRESSING ON ALL ROOT AND

BRANCH CUTS QVER 1/4” DIA.

~————————WRAP TRUNKS GREATER THAN 2" CALIPER

WITH BURLAP
~——"—2 T—-BARS 2'X2'X8" LONG

EXISTING GRADE, TO ALLOW FOR
MULCH
CREATE SAUCER AROUND TREE

FINISHED GRADE

ROOT BALL
B&B ROOT BALL

SCARIFY PIT BOTTOM (MIN. 6)

SPECIFICATIONS:

DO NOT DAMAGE MAIN ROOTS OR DESTROY ROOT BALL WHEN INSTALLI
WATER THOROUGHLY AFTER INSTALLATION.

REMOVE TREE RINGS AND STAKES TWO YEARS AFTER INSTALLATION.
PROVIDE DRAINAGE FOR PLANTING PIT IN IMPERMEABLE SOIL.

ALL TREES MUST BE TAGGED AND APPROVED BY CONSULTANT WITHIN

SRS S

MAINTAIN TREE BASE AT OR SLIGHTLY HIGHER THAN

SETTLEMENT

CUT AND REMOVE TOP 1/3 OF BURLAP FROM

COMPACTED TOPSOIL MIX AS SPECIFIED BELOW

TOPSOIL MIX. TOP 6 INCHES OF SOIL TO BE A 50/50 MIX OF NATIVE SOIL AND GENERAL PLANTING MIX.

NG TREE STAKE.

14 DAYS AFTER TENDER CLOSING.

CONDITIONS AND FOLLOW THE GUIDELINES SET BY THE AMERICAN STANDARD FOR NURSERY STOCK. ANSI

ALL PLANTS SHALL BE OF SPECIMEN QUALITY, SUPERIOR FORM, HEALTHY, VIGOROUS, WELL BRANCHED,
DENSELY FOLIATED WHEN IN LEAF, FREE OF DISEASE AND INSECTS EGGS OR LARVAE AND SHALL HAVE

WELL-DEVELOPED ROQOT SYSTEMS. PLANTS SHALL BE FREE FROM DAMAGE OR CONDITIONS THAT WOULD
PREVENT NORMAL GROWTH.

3. ALL PLANTING MATERIAL SHALL BE IN ACCORDANCE WITH THE MOST CURRENT PUBLICATION OF THE
AMERICAN STANDARD FOR NURSERY STOCK AS PRODUCED BY THE AMERICAN NATIONAL STANDARDS
INSTITUTE, INC.

a. ALL PLANT MATERIAL SHALL BE MAINTAINED ALIVE, HEALTHY, AND FREE FROM DISEASE AND PESTS AND ALL
PLANT MATERIALS WHICH DIE FOLLOWING THEIR INSTALLATION SHALL BE REPLACED WITH IDENTICAL VARIETIES
OR SUITABLE SUBSTITUTIONS.

b. ALL LANDSCAPED AREAS SHALL BE FREE OF WEEDS, LITTER, GRAFFITI, AND SIMILAR SIGNS OF DEFERRED
MAINTENANCE.

ALL LANDSCAPE STRUCTURES SUCH AS FENCES AND WALLS SHALL BE REPAIRED OR REPLACED PERIODICALLY
TO MAINTAIN AESTHETICALLY APPROPRIATE AND STRUCTURALLY SOUND CONDITIONS.

d. THE MAINTENANCE AND ROUTINE CARE OF PLANT MATERIAL LOCATED WITHIN THE RIGHTS-OF-WAY SHALL BE

THE RESPONSIBILITY OF THE ADJACENT PROPERTY OWNERS.

FOR PURPOSES OF THIS SECTION, MAINTENANCE AND CARE SHALL INCLUDE BUT NOT BE LIMITED TO PRUNING,
WATERING, FERTILIZING, AND MULCHING, OR ANY ITEM THAT WOULD CONSTITUTE A SAFETY HAZARD TO PEDESTRIAN
OR VEHICULAR TRAFFIC.

4. IRRIGATION SYSTEMS SHALL NOT BE INSTALLED IN THE CITY OWNED RIGHT-OF-WAY WITHOUT APPROVAL BY
THE BOARD OF PUBLIC WORKS. THE CITY DOES NOT ASSUME RESPONSIBILITY FOR ANY DAMAGE INCURRED
TO AN UNPERMITTED IRRIGATION SYSTEM THAT IS CAUSED BY WORK BEING PERFORMED IN THESE AREAS.

5. IT SHALL BE THE RESPONSIBILITY OF THE OWNERS AND THEIR AGENTS TO INSURE PROPER MAINTENANCE OF

ALL TREES, SHRUBBERY AND OTHER LANDSCAPING APPROVED AS PART OF THE DEVELOPMENT PLAN/ADLS

PLANS. THIS SHOULD CONSIST OF WATERING, FERTILIZING, PROPER MULCHING, CLEARING OF DEBRIS AND
WEEDS, MONITORING FOR PESTS AND DISEASE, MOWING, PRUNING, THE REMOVAL AND TIMELY
REPLACEMENT OF DEAD, HAZARDOUS OR DYING PLANTS, TREATING FOR DISEASE OR INJURY, OR ANY

AND OTHER PLANTS.

TREE PLANTING DETAIL

TOP OF ROOT BALL
SHALL BE LEVEL
WITH FINISHED GRADE

FORM SAUCER WITH

NOTE: ALL PLANT MATERIAL TO MATCH THE CURRENT TOWN OF FRANKLIN
APPROVED PLANT MATERIAL LIST

OTHER SIMILAR ACT(S) WHICH PROMOTES GROWTH, HEALTH, BEAUTY AND THE LIFE OF TREES, SHRUBS, TURF

PLANTING SCHEDULE

Quantity  Botanical Name Common Name Condition Size Comments

Canopy Trees

3 \Gledi’rsio tianthos Skyline Honeylocust B&B 2.5" Cal. For spacing see plan
Ornamental Trees

4 ]Molus Zumi Zumi Crabapple B&B 1.5" Cal. For spacing see plan
Evergreen Tree

9 ’Juniperus chinensis '‘Blue Point' Blue Point Juniper Cont. S

Deciduous Shrub

24 ’Hydrongeo arborescens ‘Annabele’  |Annabelle Hydrangea Cont. 24" For spacing see plan
Ornamental Grass

20 ‘Karl Foerster' Feather Reed Grass Clamagrostis x acutiflora Cont. 18" For spacing see plan
Perennials

28 Liriope muscari 'Big Blue' Big Blue Liriope Cont. #1 For spacing see plan

PRUNE TO REMOVE DEAD OR
BROKEN BRANCHES

MULCH 2" MIN. AWAY FROM
TRUNK OF PLANT

2"—3" SHREDDED HARDWOOD BARK

n
BACKFILL MIXTURE: LAW (/PLAN DATE: N
3.1 TOPSOIL
ORGANIC HUMUS CUT & REMOVE BURLAP FROM
TOP 1/3 OF ROOT BALL. NON— 7/10/2019
BOTTOM LAYER OF DEGRADABLE BURLAP SHALL BE DESIGN: CHECK: DRAWN;
BACKFILL SHALL BE REMOVED OR ROLLED UNDER BALL AF AF KG
LIGHTLY TAMPED AND AFTER PLACEMENT OF PLANT
SETTED WITH WATER PROJECT NO.
PRIOR TO PLACEMENT PROVIDE DRAINAGE IN
OF PLANT PLANTING PIT AS NECESSARY 1905001
SHEET NAME
LANDSCAPE PLAN
Know what's below.
SHRUB PLANTING DETAIL Call before youdig. [ ]o=
2 WORKING DAYS BEFORE YOU DIG. L1 0 1
\" _J
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Fritz Engineering
Services, LLC

14020 Mississinewa Drive
Carmel, Indiana 46033
P: 317.324.8695 F:317.324.8717

TAKE 5 QUICK
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